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1. Introduction

Solid-shell formulations based on reduced integration with hourglass stabilization exhibit many advantages which make
them attractive for the use in challenging applications, e.g. in production technology, electronics and crash simulation.
Among these positive aspects is the possibility to take the thickness deformation into account in a straightforward way,
which facilitates the implementation of general three-dimensional material models. This is especially important for contact
modelling. Solid-shells possess only displacement degrees-of-freedom which significantly facilitates the coupling with other
finite element formulations, in particular solids. See for more information the papers of e.g. (alphabetical order)
[1,7,12,32,34]. Besides the last mentioned paper, these works include only implicit analyses.

http://crossmark.crossref.org/dialog/?doi=10.1016/j.cma.2013.09.005&domain=pdf
mailto:pagani@stru.polimi.it


An important aspect of solid-shells based on reduced integration is obviously the fact that less Gauss points are needed.
This property becomes especially valuable in the context of explicit simulations where the computational effort is directly
proportional to the number of Gauss points. However, on the other hand, just in explicit simulations the critical time is deter-
mined by the smallest dimension of an element. In contrast to a finite element discretization based on four-node shells, for
solid-shells the thickness becomes relevant. In many situations the latter is smaller than the smallest dimension of an ele-
ment in the shell middle plane. One goal of the present paper is to exploit the advantage of a minimum number of Gauss
points while simultaneously coping with the problem that the critical time step is controlled by the thickness of the
structure.

Several recently published contributions show that there is a growing interest in the use of solid-shell elements in explicit
dynamics simulations (see e.g. [34,23,20,21,37,24]). However, the solid-shell technology is a rather new development and
there is only little experience concerning its performance in an explicit context. In Mattern and Schweizerhof [23] and Mat-
tern et al. [24], it is shown that using solid-shells in combination with the enhanced assumed strain (EAS) method leads to
high computational effort at the element level because the additional degrees-of-freedom are usually determined by means
of static condensation. To overcome the problem the authors treat these degrees-of-freedom ‘‘as regular unknowns in the
global equations’’. This requires to introduce an artificial lumped mass matrix. In order to avoid possible non-physical effects
due to this matrix the kinetic energy associated with the additional unknowns is controlled. Also [34] show that a good
agreement between the results of implicit and explicit analysis can be obtained. They concentrate on multilayered struc-
tures. Both geometrical as well as material non-linearities are included. Related to the present paper are further the contri-
butions of Pagani et al [30] and Cocchetti et al. [9] where a new method of selective mass scaling is proposed together with
an analytical estimate of the scaled element maximum eigenfrequency, applicable to undistorted or slightly distorted ele-
ments. It is based on the idea to modify the higher order modes which restrict the critical time step but are usually not rel-
evant for the solution. This concept is customarily used also for classical four-node shell elements, where masses pertinent to
rotational degrees of freedom are usually increased (see e.g. [15]). Note that a similar mass scaling procedure, applied to solid
elements, has been pursued earlier by Olovsson and coauthors (see [28], and also [29]) without however providing an effec-
tive procedure for the computation of the scaled element maximum eigenfrequency. In general it can be said that selective
mass scaling is used to reduce the speed of sound in thickness direction without affecting the in-plane traversal time. This
leads to a smaller maximum eigenfrequency at the element level and consequently to a larger critical time step. For com-
pleteness, we additionally like to mention the classical and important work on explicit integration by Belytschko et al.
[2]. The authors use four-node shells (i.e. no solid-shells) in combination with reduced quadrature. Flanagan and Belytschko
[11] furnish estimates for the computation of the maximum element eigenfrequency. Other updated references to existing
mass scaling techniques can be found in Cocchetti et al. [9].

Explicit simulation becomes important in many different fields of application. Bergmann and Oldenburg [3] suggest a
staggered approach for coupling explicit thermal and mechanical analyses of sheet metal forming. Important is here that
the minimum time step of the mechanical part of the analysis is much smaller than the one for the thermal part. Also these
authors mention mass scaling as a method to overcome the problem. The paper, however, does not include a new approach
to this method. In the paper of Hetherington and Askes [14] the effect of stiffness as well as inertial penalties on the critical
time step is investigated. Whereas stiffness penalties reduce the critical time step which is a major disadvantage, inertial
penalties have a positive effect which may allow for an increase in the time step. The disadvantage is however that the penal-
ized mass matrix is no longer diagonal, which represents a significant drawback in explicit approaches. Harwood and
McHugh [13] compare implicit and explicit finite element methods in the context of crystal plasticity. Their results show
that the explicit method is computationally preferable if parallelization is possible. Further, the explicit simulation is more
robust if contact is involved. Classical uniform mass scaling is used to reduce the runtime. To avoid non-physical results, the
amount of kinetic energy is controlled. Standard uniform mass scaling is also conducted by Wang et al. [36]. Vrh et al. [35]
suggest an improved explicit integration scheme for a constitutive model of elasto-plasticity. Its main advantage is that the
consistency condition can be fulfilled along the entire integration path. The solder joint reliability in electronics under shock
and vibration is investigated by Lall et al. [19]. These authors testify the higher robustness of explicit methods in the context
of wave propagation problems. They further investigate the performance of different element formulations and conclude
that for their examples lower order elements are better suitable than higher order ones. Another result of their work is that
reduced integration is a good means to decrease the computational effort. A similar argumentation is found in the paper of
Ma and Liu [22]. More application oriented is the work of Bisagni [5] where explicit methods are applied to investigate the
dynamic buckling of fiber reinforced plastics shell structures.

In summary, there are several groups of authors who apply explicit methods in different contexts. However, the issue of
finite element technology comes into play only in very few of these publications. Especially the use of solid-shell formula-
tions in explicit analysis deserves attention.

In the present paper, the explicit dynamics implementation of an 8-node solid-shell element, denominated Q1STS, re-
cently proposed by Schwarze and Reese in an implicit context [32] is critically analyzed. Both linear and nonlinear problems
are considered, including finite deformations, elastoplasticity and contact. The element is based on a reduced integration
with hourglass control and implements ANS (Assumed Natural Strain) and EAS technologies to avoid the various types of
locking behavior that affect this type of low order solid-shell elements. In particular, three aspects which can become
computationally critical in explicit dynamics are addressed: frequency of the hourglass control update, computation of
the enhanced strain parameter and critical time step size. The computational efficiency of various options, including the



already mentioned recently proposed selective mass scaling technique, which in Cocchetti et al. [9] was applied to a different
type of solid-shell element, is comparatively investigated through a series of numerical tests. A new strategy for the optimal
choice of the mass scaling parameter is also proposed and numerically verified.

The paper is structured as follows. In Section 1, we summarize the key points of the solid-shell formulation used in the
paper. Section 2 includes a summary of the method of selective mass scaling and the presentation of the new strategy for the
selection of the mass scaling parameter. Finally, we come in Section 3 to a large variety of numerical examples, reaching from
simple structures such as a beam to metal forming. Linear-elastic as well as elasto-plastic material behavior is considered.

2. Solid-shell formulation based on EAS and ANS concepts

The present paper aims to show how innovative solid-shell finite element technology can be applied in the explicit solu-
tion of problems of structural mechanics. We concentrate here on a recent formulation of an 8-node hexahedron denomi-
nated Q1STS, proposed by Schwarze and Reese [32] which exploits the concept of reduced integration with hourglass
stabilization in a special way. To avoid volumetric and Poisson thickness locking the enhanced assumed strain (EAS) method
is included. Further, in order to improve the performance of the element for very thin structures, in particular to eliminate
transverse shear and curvature thickness locking, we additionally integrate the assumed natural strain (ANS) concept. The
most important ingredients of this finite element technology are discussed in what follows. Thereby, we put special empha-
sis on its application in explicit simulation.

2.1. Continuous weak form

The present finite element formulation departs from the two-field functional used in many enhanced strain approaches.
See the pioneering work of Simo and Armero [33] but also many more applications of this variational functional (see e.g.
[17,25,31,8]). The mentioned papers can be split into so-called ‘‘F-based’’ (F deformation gradient) and ‘‘E-based’’ (E
Green–Lagrange strain tensor) concepts. According to our knowledge the literature offers only a few papers (see e.g. [10])
where the ANS method is implemented into an F-based approach. Most other publications exploit the additive split of
E ¼ Ec þ Ee into compatible (Ec) and enhanced (Ee) parts [34,16,18]. Accordingly the two equations of weak form read
g1 ðu;EcÞ ¼
Z

B0

S ðEÞ � dEc dV þ
Z

B0

q0
€u � dudV þ gext ¼ 0 ð1Þ

g2 ðu;EeÞ ¼
Z

B0

S ðEÞ � dEe dV ¼ 0 ð2Þ
where B0 refers to the domain of the undeformed configuration (q0 and dV being the corresponding mass density and infin-
itesimal volume element, respectively), u denotes the displacement vector and S the second Piola–Kirchhoff stress tensor.
The term gext refers to the virtual work of the external loading. Most inelastic material models are structured in such a
way that their internal variables represent implicit functions of E. Thus, writing S as sole function of E lets us include here
also the case of inelastic material behavior.

2.2. Split into physically relevant and hourglass parts

Split of stress. To simplify the integrals appearing in (1) and (2), we split the second Piola–Kirchhoff stress tensor
S ¼ SH þ Shg ð3Þ
into two terms, where the first one (SH) is a non-linear function of the local thickness coordinate f and the second one (Shg) a
linear function of all three local element coordinates n;g and f. Note that from now on we will use Voigt notation indicated
by a hat over a quantity. For the two stress parts we write ŜH and Ŝhg, respectively. It should already be explained at this point
that the stress ŜH will include the constitutive modelling evaluated in the Gauss points of the element. As such, it crucially
influences the quantitative result of a problem. It represents the so-called ‘‘physically relevant’’ part of the stress tensor Ŝ. In
contrast, the ‘‘hourglass’’ stress Ŝhg is only needed to ‘‘stabilize’’ the element and should be computed as efficiently as pos-
sible. Its influence on the results vanishes with increasing mesh density. But the ‘‘choice’’ of Ŝhg has to be well balanced. Too
large values lead to locking, too small values to hourglass instabilities. For this reason it is important to develop a physically-
based method to compute this part of the stress. Manual choices which are partly still possible in commercial finite element
program systems easily cause erroneous results, in particular for inelastic material behavior. Additional questions arise in
explicit simulations where the time step size has to be extremely small and the cost of repeated computations at element
level may soon become excessive. As it will be shown below, the hourglass stress depends on the current element state
and in principle it has to be updated regularly to prevent the development of hourglass modes. However, the system changes
in a time step are very small and it is expected that the update of the hourglass stiffness does not have to be done in every
time step. A suitable strategy for updating it in non-consecutive time steps must take the special characteristics of the under-
lying finite element technology into account. This will be investigated in Sections 4.1 and 4.2.



The additive decomposition of Ŝ is achieved by a Taylor expansion of Ŝ with respect to the position nH ¼ f0;0; fgT (the
vector n being given by n ¼ fn;g; fgT ). The vector nH crosses the centre of the element and is directed in the thickness direc-
tion f. The higher order terms in the Taylor expansion are neglected. We can write
Ŝ � Ŝ
���
nH|{z}

ŜH

þ@Ŝ

@Ê

@Ê
@n

�����
nH

nþ @Ŝ

@Ê

@Ê
@g

�����
nH

g ð4Þ
The first term is the desired ŜH. The second part, however, depends via Ĉ ¼ @Ŝ=@Ê still non-linearly on f. To circumvent

this problem we replace the matrix Ĉ by a constant matrix Ĉhg ¼ lhg
eff Îdev. In the latter relation Îdev represents the Voigt nota-

tion of the fourth order tensor Idev ¼ I � ð1=3Þ I� I where I and I are the fourth and second order identity tensors, respec-

tively. The deviatoric character of the matrix Ĉhg is needed to eliminate volumetric locking. For the computation of the

parameter lhg
eff see Remark 1. Since we have not yet derived the interpolation of Ê we are not yet in the position to determine

Ŝhg. Consequently, the interpolation of Ê is the next step.
Split of compatible strain. In general we seek to describe the hourglass stress and both strain parts (Ec;Ee) by means of

polynomials. This will enable us to reduce the volume integrals in (1) and (2) to line integrals. Let us consider first the com-
patible strain Êc which we require to be represented by
Êc ¼ Ê0
c þ f Êf

c þ f2 Êff
c|fflfflfflfflfflfflfflfflfflfflfflfflfflffl{zfflfflfflfflfflfflfflfflfflfflfflfflfflffl}

ÊH
c

þ n Ên
c þ g Êg

c þ ng Êng
c þ gf Êgf

c þ fn Êfn|fflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflffl{zfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflffl}
Êhg

c

ð5Þ
where the vectors Ê�c and Ê��c (� ¼ n;g; f) are element-wise constant. Analogously to the split of Ŝ, we see in the first term a
non-linear dependence on f, in the second term a linear dependence on n;g and f. The question is now how Ê�c and Ê��c are
determined.

For this purpose we introduce the two sets of base vectors ei and Hi ¼ @ni=@X (i ¼ 1;2;3). In the latter relation, we rep-
resent the local coordinates by means of n1 ¼ n; n2 ¼ g and n3 ¼ f. The vector X refers to the position of a point in the unde-
formed configuration. It is now possible to formulate the tensor Ec either with respect to the cartesian basis ei or using the
basis Hi (i ¼ 1;2;3):
Ec ¼ ðEcÞij ei � ej ¼ ð�EcÞij Hi �Hj ð6Þ

Note that we assume Einstein’s summation convention to hold. In the case of an element with the sidelengths 2 � 2 � 2 the
coefficients ðEcÞij and ðEcÞij are identical. Working with the classical trilinear isoparametric shape functions it is evident that

ðEcÞij are polynomials. At this point the ANS concept comes into play. Proceeding as suggested by Betsch and Stein [4,6] we

replace the thickness strain ð�EcÞ33 by its ANS interpolation which eliminates curvature thickness locking. The ANS method is
additionally applied to the transverse shear terms ð�EcÞ23 and ð�EcÞ31 to work against transverse shear locking. More details are

given in Bischoff and Ramm [32]. Using Voigt notation we can further write Êc ¼ T �̂Ec where the transformation matrix T is in

general a complex rational function of the local coordinates. Thus, without further simplification, Êc would also contain ra-
tional functions of n;g and f. This is the situation which we seek to avoid. We achieve that by working with a polynomial
approximation of T which reads T � T0 þ nTn þ gTg þ fTf. Thus, all terms of T which depend on quadratic and higher order
combinations of the local coordinates are omitted.

Representing �̂Ec in a form analogous to (5) lets us finally write
Ê0
c ¼ T0 �̂E0

c ; Êf
c ¼ T0 �̂Ef

c þ Tf �̂E0
c ; Êff

c ¼ T0 �̂Eff
c þ Tf �̂Ef

c;

Ên
c ¼ T0 �̂En

c þ Tn �̂E0
c ; Êg

c ¼ T0 �̂Eg
c þ Tg �̂E0

c ; Êng
c ¼ T0 �̂Eng

c þ Tn �̂Eg
c þ Tg �̂En

c ;

Êgf
c ¼ T0 �̂Egf

c þ Tg �̂Ef
c þ Tf �̂Eg

c ; Êfn
c ¼ T0 �̂Efn

c þ Tf �̂En
c þ Tn �̂Ef

c

ð7Þ
Thereby it should be noted that the terms of the product ðT0 þ nTn þ gTg þ fTfÞ �̂Ec which depend on n2;g2; f3 or ngf are
omitted.

Split of enhanced strain. In the second place we look at the enhanced strain Êe. The paper of [32] contains a very simple
interpolation of it reading
Êe ¼ ÊH

e ¼ T0 �BH

e We ¼ BH

e We ð8Þ
where We denotes the single enhanced degree-of-freedom. The matrix �BH

e ¼ f0;0; f;0;0;0g
T is chosen in such a way that the

enhanced strain in thickness direction depends linearly on f. This is important to eliminate volumetric and Poisson thickness
locking.

Computation of hourglass stress. It is now possible to compute the second term of (4). This is performed by stating
@Ê
@n

�����
nH

n ¼ Ên
c nþ Êfn

c fn;
@Ê
@g

�����
nH

g ¼ Êg
c gþ Êgf

c gf ð9Þ



We finally arrive at
Ŝhg ¼ Ĉhg ðÊn
c nþ Êfn

c fnþ Êg
c gþ Êgf

c gfÞ ð10Þ
This relation is linear in the local coordinates and in this way fulfills the requirement formulated at the beginning of
Section 2.2.

Remark 1. The necessity to choose the parameter lhg
eff different from the shear modulus l when plastic deformation is

present is due to the fact that the hourglass stress (10) is computed on the basis of parts of the hourglass strain. Since the
internal variables, among them the plastic strain, are evaluated only in the Gauss points, the hourglass strain does not
undergo the split into elastic and plastic parts. Combining the original shear modulus with a total strain (the hourglass

strain) obviously leads to too large values for Ŝhg and consequently locking. Thus, in order to obtain physically reasonable
stress values the material stiffness in (10) has to be adapted accordingly. A suggestion to do that is found in [32] (ngp number
of Gauss points, xi weighting factor for Gauss point i):
lhg
eff ¼

Xngp

i¼1

lhg
i xi ¼

Xngp

i¼1

1
2

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
SH dev : SH dev

EH dev : EH dev

s0
@

1
A

i

xi ð11Þ
Note that SH dev and EH dev are the deviatoric parts of the tensors SH and EH, respectively.
2.3. Discretized weak form

As done in several earlier papers we use for the infinitesimal volume element dVe ¼ J dXe the assumption dVe � J0 dXe

(dXe ¼ dndgdf). Here, J denotes the determinant of the Jacobian matrix J ¼ @X=@n. Replacing it by its value in the centre
of the element (J0 ¼ Jjn¼g¼f¼0) means that the computation of the volume element is based on its equivalent parallelipiped
instead of on the accurate shape of the hexahedron. Certainly this introduces an error into the analysis which, however, van-
ishes with increasing number of elements.

Inserting the expressions derived in Section 2.2 into Eq. (2) yields for each element (Ue element nodal displacement
vector)
ge
2 ¼

Z
Xe

dÊT
e Ŝ J0 dXe ¼

Z
Xe
ðdÊH

e Þ
T

ŜH J0 dXe ¼ dWe

Z
Xe
ðBH

e Þ
T

ŜH J0 dXe ¼ dWe

Z 1

f¼�1
ðBH

e Þ
T

ŜH df4 J0

|fflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflffl{zfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflffl}
RW ðUe ;WeÞ

¼ 0 ð12Þ
Due to the inter element discontinuity of the enhanced strain Êe this equation has to be fulfilled for each element.
Concerning the element part of g1 in (1), we are mainly interested in rewriting the first term. We obtain
Z

Xe
dÊT

c Ŝ J0 dXe ¼
Z

Xe
ðdÊH

c Þ
T

ŜH J0 dXe þ
Z

Xe
ðdÊhg

c Þ
T

Ŝhg J0 dXe þ
Z

Xe
ðdÊH

c Þ
T

Ŝhg J0 dXe

|fflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflffl{zfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflffl}
¼0

þ
Z

Xe
ðdÊhg

c Þ
T

ŜH J0 dXe

|fflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflffl{zfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflfflffl}
¼0

¼ dUT
e ðR

H

u þ Rhg
u Þ ð13Þ
For the variations dÊ�c and dÊ��c (� ¼ n;g; f) included in dÊH

c as well as in dÊhg
c we introduce the corresponding ‘‘B’’ matrices

according to dÊ�c ¼ B�c dUe and dÊ��c ¼ B��c dUe. The matrices B�c and B��c do not depend on the local coordinates. The internal
force vector RH

u results from the first term of (13) and reads in detail:
RH

u ¼
Z 1

f¼�1
ðB0

c þ fBf
c þ f2 Bff

c Þ
T

ŜH df4 J0 ð14Þ
Due to the non-linear and unknown dependence of ŜH on f the evaluation of RH

u requires a numerical integration over f. In
contrast to a full integration with two Gauss points in n-, g- and f-direction we reduce the number of Gauss points to one
fourth. In the context of explicit methods this ratio is equivalent to the gain in computational effort, since the CPU time for
the solution of the global finite element system is proportional to the number of Gauss points.

A small additional computational effort is generated by the calculation of the second part of the internal force vector
Rhg
u ¼

8
3
ðBn

cÞ
T

Ĉhg Ên
c þ

8
3
ðBg

c Þ
T Ĉhg Êg

c þ
8
9
ðBfn

c Þ
T

Ĉhg Êfn
c þ

8
9
ðBng

c Þ
T

Ĉhg Êng
c

� �
J0 ð15Þ
which does not require any numerical integration.
After assembly and implementation of the boundary conditions we finally arrive at the equation
GG ¼ GRH

u þ GRhg
u þ GD G _Uþ GM G €U� GPext ¼ 0 ð16Þ



where the index G indicates finite element matrices and vectors defined at the global finite element level. Further, GD is the
global damping matrix, GM the global mass matrix and GPext the global load vector. In most simulations we neglect damping.
If we do not do so it is explicitly stated.

In explicit analyses, the nodal accelerations are computed from (16) at each step by inverting the diagonal mass matrix.
Nodal velocities and displacements are then obtained by explicit time integration. At each time step and for each element,
one is therefore required to compute the internal nodal forces RH

u ;R
hg
u and the enhanced strain parameter We for assigned

nodal displacements. For nonlinear material behavior, ŜH in (12) depends nonlinearly on We and one has to solve iteratively
a nonlinear implicit problem for each time step (see e.g. [20]), involving for each iteration the integration of the constitutive
behavior at all Gauss points. Even in the present case of reduced integration with only one enhanced strain parameter per
element, this iterative process carried out at each time step and involving all element Gauss points may become critical in
terms of computing time when the time step size is very small, as it happens in most cases in explicit dynamics simulations.

As a possible remedy, one can consider the possibility to keep the current value of We fixed, carrying out its update only
after a certain number of time steps. Of course this implies an error in Eq. (12), which increases with the number of time
steps between two subsequent updates. Another possibility, consistent with the explicit character of the adopted time inte-
gration, consists of computing at each time step an explicit estimate of the increment DWe by linearizing Eq. (12) with re-
spect to We. While in the general case RW in (12) is a function also of Ue, for the computation of the explicit estimate of DWe

the nodal displacements have to be regarded as prescribed and the linearization has to be carried out only with respect to
We, obtaining
DWe ¼ �S�1
WW RW ; SWW ¼

Z 1

f¼�1
ðBH

e Þ
T

ĈH BH

e df4 J0 ð17Þ
The residual RW is computed using the stress ŜH obtained from the constitutive update carried out at the Gauss points. The
expression SWW ¼ @RW=@We represents the tangent of the residual, with ĈH being the matrix of material tangent moduli eval-
uated at the Gauss points. The explicit estimate of We obtained in this way is to be used in the next step for the constitutive
update. This explicit computation is rather inexpensive, the most time consuming part being represented by the construction
of the matrix of tangent moduli ĈH, which would not be required otherwise. The two alternative provisions will be compar-
atively investigated through numerical tests in Section 3.

3. Selective mass scaling

As discussed in several papers (e.g. Mattern et al. [24] and Pagani et al. [30]) the disadvantage of using solid-shell finite
element formulations in combination with explicit methods is the small critical time step determined by the thickness of the
structure. Note that classical four-node shell formulations do not suffer from this problem because they allow to compute
the critical time step on the basis of the smallest element dimension in the shell plane. Clearly, in most cases, this dimension
is much larger than the thickness. Among the methods to increase the critical time step, the strategy of selective mass scaling
has attracted noticeable attention. We follow here the method of Cocchetti et al. [9] and Pagani et al. [30] which can be sum-
marized as follows.

Standard mass scaling means to work with an artificially increased density (mass pumping) which certainly allows to
work with a larger critical time step. However, it is obvious and well-known that this procedure might noticeably influence
the dynamic behaviour of a structure. A more sophisticated idea is to design the mass scaling such that only the higher order
structural eigenmodes are affected. These are the ones which determine the critical time step whereas the overall dynamic
behaviour is rather controlled by the low order structural eigenmodes. Thus, a so-called selective mass scaling procedure
which influences the higher order modes (e.g. relative movements between the upper and the lower surface of a solid-shell
element) but retains the low order ones (e.g. the element rigid body translations) is promising in the regard that the critical
time steps can be increased without changing the main characteristics of the dynamic structural behaviour.

To split between low and high order modes we split the 8-node element vector of nodal accelerations Ae :¼ €Ue (Ue ele-
ment vector of nodal displacements) into the two parts (12 � 1 vectors)
Aave
e ¼ 1

2
I I½ �Ae and Adiff

e ¼ 1
2
�I I½ �Ae ð18Þ
where Aave
e represents rigid body translations and Adiff

e relative movements. The 12 � 12 matrix I is an identity matrix. The
24 � 1 vector Ae contains on the first 12 positions the accelerations in the three coordinate directions of the nodes 1 to 4, i.e.
the nodes of the lower solid-shell surface. The last 12 positions are filled with the corresponding accelerations of the upper
solid-shell surface (nodes 5 to 8). Defining the 24 � 1 vector ~Ae by ~AT

e ¼ fðA
ave
e Þ

TðAdiff
e Þ

T
g we arrive at the mapping
Ae ¼ Tms
~Ae with Tms ¼

I �I
I I

� �
ð19Þ
Transforming the balance of linear momentum at the element level accordingly leads to the equation



TT
ms Me Tms|fflfflfflfflfflfflffl{zfflfflfflfflfflfflffl}

~Me

~Ae ¼ TT
ms ðPext � RuÞ|fflfflfflfflfflfflfflfflfflfflffl{zfflfflfflfflfflfflfflfflfflfflffl}

~Pext�~Ru

ð20Þ
where Ru ¼ RH

u þ Rhg
u holds and Pext denotes the element contribution of the external loading.

For the present solid-shell formulation, the mass matrix Me takes after lumping the form
Me ¼ q J0 I 0
0 I

� �
ð21Þ
In this case, the transformation (20) retains the diagonal form so that we obtain ~Me ¼ 2Me. The idea of the present selective
mass scaling is to change the components of the mass matrix ~Me correlated with the higher order modes contained in ~Adiff

e :
~Me ¼ 2q J0 I 0
0 b I

� �
ð22Þ
An optimum choice of the factor b can be found by studying the eigenfrequencies at the element level. The factor b should
lower the eigenfrequencies of the higher order modes in such a way that they are of the same order as the low order modes.
In this way the disadvantage of working with solid-shell formulations in explicit simulations can be overcome because the
thickness dimension no longer dictates the critical time step.

An additional problem is given by the computation of the critical time step size, which depends on the maximum eigen-
frequency of the scaled element. The estimates which are usually employed in elements with uniform density are of no use
after the masses have been selectively scaled. In the applications, the analytical estimate proposed in [9], which is applicable
to regular parallelepiped or slightly distorted elements, has been used.

The estimate of the critical time step size is based on the fact that in solid-shell elements, where the thickness dimension
is significantly smaller than the in-plane ones, the highest element eigenfrequency xmax always turns out to be given by the
square root of the eigenvalue corresponding to the thickness vibration mode (see e.g. [11]). In the case of a regular parallel-
epiped, in [9] it has been shown that the critical time step resulting from this eigenfrequency is given by
Dt ¼ 2
x
¼ 24

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
abqð1þ mÞ

gE

s
ð23Þ
a and b being the element in-plane semi-dimensions, m the Poisson coefficient, q the material density and E the Young mod-
ulus. The parameter g is a function of the mass scaling parameter and is computed as the largest root of the non-dimensional
cubic equation
bc2k2ð1� 2mÞg3 � 144ck½1þ bðc2 þ k2Þ�ð1� mÞg2 þ 1442ðk2 þ c2 þ bc2k2Þg� 1443ckð1þ mÞ ¼ 0 ð24Þ
resulting from the element eigenvalue problem governing the thickness eigenmode. The coefficients c and k are defined as
c ¼ c=a; k ¼ c=b, where c is the half-thickness.

The scaling parameter b has to be optimized so as to maximize the time step size without significant accuracy losses. For
high values of b, the critical time step Dt in (23) exhibits an asymptote (see Fig. 1), which means that the eigenfrequency
corresponding to the thickness vibration mode has decreased to the point that the critical time step size becomes deter-
mined by the in-plane traversal time and not anymore by the element thickness. Higher values of b would hence be useless,
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since they would not bring an increase of the critical time step, while leading to inaccurate solutions. A possible strategy for
the determination of the optimal value of b consists first in the determination of the asymptotic value Dtasy of the critical
time step, which can be computed letting b!1 in (24). In this way, the following quadratic equation is obtained:
c2k2ð1� 2mÞg3 � 144ckðc2 þ k2Þð1� mÞg2 þ 1442c2k2g ¼ 0: ð25Þ
The root of interest of(25) is given by
gasy ¼
72 ðc2 þ k2Þð1� mÞ þ

ffiffiffiffi
D
ph i

ckð1� 2mÞ ð26Þ
with D ¼ ð1� mÞ2ðc4 þ k4Þ þ 2ðm2 þ 2m� 1Þc2k2. The corresponding asymptotic value of the critical time step Dtasy is then gi-
ven by
Dtasy ¼ 24

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
abqð1þ mÞ

Egasy

s
ð27Þ
As a trade-off between accuracy and computational efficiency, the optimal value bopt of the scaling parameter is chosen as
the one which produces an estimate of the critical time step equal to 0:9Dtasy, since values of b higher than this limit produce
only a limited increase of the time step at the cost however of possible accuracy loss. The value of b to be used for mass scal-
ing is then obtained by solving for b equation (24), which is linear in b, after setting g ¼ gasy=ð0:9Þ2, which corresponds to
Dt ¼ 0:9Dtasy in (23).

4. Numerical examples

We illustrate the performance of the Q1STs element in the explicit framework by means of several examples.

4.1. Impulsively loaded cantilever

4.1.1. Linear-elastic case
A cantilever beam is used to study the linear-elastic response of the Q1STs element. Working with the original (implicit)

version of the Q1STs formulation means that the internal element degrees-of-freedom (related to the EAS concept) as well as
the hourglass stabilization have to be updated in every time step. In the context of explicit integration characterized by ex-
tremely small time steps this is computationally not efficient. Therefore, in this example we investigate whether carrying out
this update in only each (nS)th (hourglass stabilization) or (nE)th (EAS degrees-of-freedom) time step, or computing at each
time step an explicit estimate (hereafter denoted as expEAS) of the EAS degrees of freedom, as discussed in Section 1, alters
the solution and reduces the computational effort. If not otherwise stated nS ¼ 1 holds when nE is varied and nE ¼ 1 holds
when nS is varied. On the other hand, when the expEAS strategy is adopted, the explicit estimate is carried out at each time
step, while the implicit update of the EAS degrees of freedom is never carried out (nE ¼ 1) and the hourglass stabilization is
updated at each time step (nS ¼ 1). In general we work with a time step of Dt ¼ 1:4 � 10�5 s.

The beam depicted in Fig. 2 has a side length of l ¼ 6000 mm and a rectangular cross section of w ¼ 200 mm multiplied
with h ¼ 100 mm. The cantilever is made of steel. The material parameters are given by E ¼ 200000 N/mm2 (Young’s mod-
ulus), m ¼ 0:3 (Poisson’s ratio) and q ¼ 7:5 � 10�9 Ns2/mm4 (mass density). A constant concentrated tip load F ¼ 500 N is ap-
plied in vertical direction. It is equally distributed among the four nodes of the tip. We compute the displacement at the
bottom row of nodes at the tip. The analytical static solution is vref ¼ 10:8 mm. The structure is discretized by either 6 or
12 elements over the length l. In the other two directions only one element is used.

For the six elements mesh, Fig. 3(a) shows that the influence of nS on the solution is negligible. For nS > 100 the CPU time
drops by about 12.5%. This percentage cannot be increased further which can be explained as follows. Let us assume that the
CPU effort T1 ¼ aT1 þ ð1� aÞT1 for a time step with update can be split into two parts. The first summand ðaT1Þ relates to the
time invested on the update of the hourglass stabilization. The second summand represents the CPU time needed for all
other operations within the element for one time step. For a time step without update we have simply T2 ¼ ð1� aÞT1.
We assume that ntot time steps are computed and obtain for the total CPU effort Ttot ¼ bntot T1 þ ð1� bÞntot ð1� aÞT1. In
the latter formula 100b% denotes the percentage of the time steps with update. In the limit of b! 0 (no update) the total
Fig. 2. Cantilever beam. Geometry and boundary conditions.
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Fig. 3. Tip displacement of linear-elastic cantilever beam (6 elements mesh). (a) Dependence on nS, (b) Dependence on nE.
CPU time amounts to ðTtotÞb!0 ¼ ntot ð1� aÞT1. For b ¼ 1 (update in every time step) the result is ðTtotÞb¼1 ¼ ntot T1. Thus, the
ratio ðTtotÞb!0=ðT totÞb¼1 takes on the maximum value 1� a. This means the reduction of the total CPU effort is only controlled
by the difference in CPU time between a time step with and without update. Consequently, the computational effort in the
element devoted to the update of the hourglass stabilization amounts to about 12:5%.

Updating the internal element degree-of-freedom only every nEth time step has a noticeable effect on the solution (see
Fig. 3b). But also the reduction of the CPU effort is larger (about 19.7% in the case nE ¼ 8192). Finally, the expEAS strategy (see
Fig. 4) does not produce any visible effect on the response while allowing for a reduction of 18.7% of CPU time. It should be
noted that even in this linear elastic case, the explicit estimate of the enhanced strain parameter brings a non-negligible
computational gain. This is due to the fact that in this way the enhanced strain parameter to be used in the next step is esti-
mated at the element level in the same loop of the internal force vector, which is computed making use of the parameter
estimate coming from the previous step, without the need of an additional loop over the element Gauss points.

Using the same argument as above we can conclude that the computational effort in the element to compute the internal
element degree-of-freedom exceeds the CPU time for the update of the hourglass stabilization. This time is expected to in-
crease when an elastoplastic response is considered.

Explicit methods are obviously well suited for dynamic problems. However, often one is rather interested in the quasi-
static response. The latter is more easily accessible if damping is included. Among the several possibilities to achieve that,
we choose one of the simplest. The damping matrix De (element contribution of GD) is assumed to read De ¼ aMe. In this
way, it has also diagonal form and does not increase the computational effort in the explicit integration. However, a disad-
vantage of this procedure is the necessity to choose the parameter a with the dimension ½s�1�. It represents the ratio between
the viscosity per square meter and the density. As such it is related in some way to the geometry of the structure which
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Fig. 4. Tip displacement of linear-elastic cantilever beam (6 elements mesh): expEAS strategy.
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Fig. 5. Quasistatic behavior of linear-elastic cantilever. (a) 6 elements (b) 12 elements.
means that the influence of the damping introduced in this way is not only material- but also geometry-dependent. In the
present example the choice a ¼ 50 s�1 lets us most quickly reach the quasi-static solution (see Fig. 5). This holds for both
discretizations (6 and 12 elements). Thus, the effect of a might be geometry-dependent but is not influenced by the finite
element discretization.

To test the capability of the proposed selective mass scaling technique in the very thin limit, the previously described
beam problem with the 6 elements mesh has been tested considering different thicknesses: h ¼ 100; h ¼ 50;h ¼
25;h ¼ 10 mm. With the thickness h ¼ 10 mm, the element width to thickness ratio is w=h ¼ 20. To remain in the linear,
small displacement range for all thicknesses and to obtain comparable curves, the applied load has been scaled in each case
so as to obtain the same static tip displacement: F ¼ 500; F ¼ 62:5; F ¼ 7:8125; F ¼ 0:5 N.

For each thickness, the new procedure illustrated in Section 2 provides in an automatic way the optimal value of the mass
scaling parameter, so that the stable time step Dt is 90% of Dtasy. From Table 1 one can see that, as expected, the obtained
stable time step is the same for all thicknesses and therefore is no longer dictated by the element thickness. The gain with
respect to the case of unscaled masses (see the columns ‘‘Dt’’ and ‘‘Dt ðb ¼ 1Þ’’) grows as the thickness decreases and is al-
most equal to the element aspect ratio (width to thickness ratio w=h in this case). In particular, the gain amounts to more
than one order of magnitude in the thinnest case. On the other hand, the accuracy loss is negligible. Fig. 6(a) shows the
curves obtained for the different thicknesses. As expected, the beam first eigenperiod increases linearly with the thickness
reduction. This aspect, which confirms that the structural dynamic response is not compromised by the growing mass scal-
ing factor, can be better appreciated in Fig. 6(b), where the same curves are plotted against a time scaled by the beam first
eigenperiod T. One can notice that the curves are perfectly superposed and no effects of the scaling can be observed.

To further test the effect of mass scaling on the results accuracy, the thinnest beam (h ¼ 10 mm) has been tested with
increasing values of the mass scaling parameter b (Fig. 7). As shown in Table 2, the gain in the time step size becomes neg-
ligible for values of b larger than the one suggested by the adopted strategy, while the accuracy quickly deteriorates.
4.1.2. Non-linear case
In the following section we study the non-linear behaviour of the cantilever beam considered in the previous example.

For this purpose we consider a perfectly elasto-plastic model with a yield stress of 250 N/mm2. The other material param-
eters are the same as in Section 4.1.1 A concentrated tip load F ¼ 16000 N is applied in the vertical direction. Again, the ver-
tical displacement v at the lower row of nodes at the tip is investigated. The beam is discretized by means of 30 elements
over the length and one element in the other two directions. Five Gauss points are used in the thickness direction. Without
mass scaling, the stable time step is Dt ¼ 1:58 � 10�5 s. The influence of nS and nE on the solution is now much more signif-
icant (see Fig. 8). A relative error e in the tip displacement v
Table 1
Linear elastic cantilever: optimal mass scaling parameter b and stable time step for increasing beam thickness.

h b Dt Dtðb ¼ 1Þ Dt=Dtðb ¼ 1Þ w=h

10 579 2.99E�5 1.67E�6 17.90 20
25 93 2.99E�5 4.17E�6 7.17 8
50 23 2.99E�5 8.29E�6 3.60 4
100 5.78 2.99E�5 1.62E�5 1.84 2
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Fig. 6. Linear-elastic cantilever beam with varying thickness and selective mass scaling. (a) Tip displacement for varying thickness and mass scaling. (b)
Same as (a) with scaled time. Mass scaling parameters values are reported in Table 1.
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Fig. 7. Linear elastic cantilever: response for increasing value of mass scaling parameter; thickness h ¼ 10 mm.

Table 2
Linear elastic cantilever: stable time step for increas-
ing mass scaling.

b Dt

1 1.67E�6
579 2.99E�5

5790 3.30E�5
579000 3.32E�5
e ¼ vnS � vnS¼1

vnS¼1
100%
of about 10% is reached for nS ¼ 10000. In the computation where nE is varied we arrive at a maximum error of about 33%
which is certainly not acceptable. Nevertheless, the large influence carries over to the CPU time. Working with nE ¼ 10000
lets us reduce the computational effort by about 64% (see Table 3). The adoption of the expEAS strategy does not produce any
visible error in the tip displacement and also reduces the CPU time by about 63%. For nS ¼ 10000 we reach a gain in CPU time
of again 12.5 %. This leads us to the conclusion that the amount of CPU time invested in the update of the hourglass stabil-
ization at the element level does not depend on the degree of non-linearity of the analysis. The situation is very different in
the context of the enhanced strain method which in the non-linear case requires much more computational effort than in
linear elasticity.
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Fig. 8. Tip displacement of elastoplastic cantilever beam (30 elements mesh). (a) Dependence on nS, (b) Dependence on nE.

Table 3
CPU time nonlinear cantilever beam.

nS CPU time [s] nE CPU time [s]

1 1267.34 1 1267.34
10 1193.29 10 541.17

100 1189.12 100 468.66
1000 1183.73 1000 462.69
5000 1181.58 5000 461.03

10000 1182.88 10000 458.38
Explicit simulation in the context of elastoplastic material behaviour is more difficult because plastic strain accumulates
in each oscillation. The solution reached after the system has come to a rest therefore depends on the number of oscillations
which have taken place before. This is also seen in Fig. 9(a). The solution for a ¼ 100 s�1 is the stiffest one because due to the
rather high damping the systems react slowly. Thus, less plastic strain accumulates. The solutions for a ¼ 50 s�1 and
a ¼ 30 s�1 are similar. In contrast to the curve for a ¼ 100 s�1 one observes two inflection points at the beginning (see
Fig. 9(b)). After that, the absolute value of the displacement increases until a horizontal tangent is reached. For a ¼ 10 s�1

the inflection points are more pronounced. Further inflection points are found (one oscillation) before an approximately hor-
izontal tangent is obtained. Due to this oscillation more plastic strain accumulates which changes the converged solution.
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Fig. 9. Quasi-static behaviour of elasto-plastic cantilever. (a) Full range, (b) Range from 0 to 0.1 s.



In summary, we have four methods available to reduce the computational effort of the explicit analysis:

(1) Updating the hourglass stabilization only every nS time step.
(2) Updating the internal element dofs (enhanced strain method) at only every nEth time step.
(3) Explicitly updating the internal elements dofs at each time step (expEAS).
(4) Selective mass scaling.

The responses obtained for the elastoplastic cantilever beam with the 6 and 30 elements meshes, using different combi-
nations of these methods, are shown in Fig. 10. The optimal selective mass scaling coefficient b ¼ 5:78 is obtained using the
procedure illustrated in Section 2 for the 6 elements mesh and b ¼ 4:75 for the 30 elements mesh. The two values are very
close because in both meshes the elements have a minimum in-plane-dimension/thickness ratio equal to 2. Since the differ-
ence is small, a common value b ¼ 5 is used in both cases to obtain comparable curves. The standard is using nS ¼ nE ¼ 1 and
b ¼ 1. This means to update the hourglass stabilization and the internal element dofs in every time step. The choice b ¼ 1
implies that selective mass scaling is not switched on. For this computation we have a CPU effort of 257:33 s (6 elements)
and 1267:34 s (30 elements). Note that these values are used only as reference. They could be certainly reduced by using
more advanced hardware. The ratio between these two numbers (� 5) confirms that the CPU effort in an explicit analysis
is more or less proportional to the number of elements. For the discretization with 6 elements, the choice of nS ¼ 1000 leads
to a noticeable deviation of the results. It is therefore suitable to work either with nS ¼ nE ¼ 100 or with nS ¼ 100 and to
adopt the expEAS strategy. The use of selective mass scaling with b ¼ 5 enables the use of the time steps
Dt ¼ 2:92 � 10�5 s for 6 elements (instead of 1:62 � 10�5 s, corresponding to b ¼ 1) and Dt ¼ 2:53 � 10�5 s for 30 elements
(instead of 1:58 � 10�5 s), without any noticeable accuracy loss. It should be noted that even though the same mass scaling
has been used for the two meshes, a slightly different stable time step has been obtained in the two cases, since different
elements exhibit a different maximum eigenfrequency. With these values, for 6 elements we obtain a CPU time of
26:25 s, while for 30 elements the CPU time is finally reduced to 130:47 s. This is for both discretizations a reduction to only
approximately 10% of the original CPU effort.
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Fig. 10. Different techniques to compute elasto-plastic cantilever. (a) 6 elements, (b) 30 elements.

Fig. 11. Explosively loaded rectangular panel. Vertical displacement contour.



4.2. Explosively loaded rectangular panel

A rectangular shell panel, firmly clamped on all four sides, is exposed to the detonation of a high explosive layer. The
problem illustrates the use of initial velocity conditions to model impulsive loadings arising from a detonation (Fig. 11).
The geometry of the panel surface is given by the dimensions 76 mm and 130 mm. The thickness of the panel is equal to
1.5 mm. Due to the symmetry of the system only one quarter of the panel is discretized. Clamped boundary conditions
are prescribed on two edges of the model, while the appropriate symmetry conditions are imposed along the remaining
edges. The shell is made of steel. The Young’s modulus is equal to 200,000 MPa, the Poisson’s ratio is 0.3, and the density
amounts to 7:5 � 10�9 Ns2/mm4. A perfectly elastoplastic material model is employed with a yield stress of 250 MPa. A mesh
of 12� 24� 1 solid-shell elements is used. The load produced by the explosion is simulated by prescribing a uniform initial
velocity of 35,000 mm/s to the nodes of the plate. The stable time step is 2:35 � 10�7 s.

Choosing nS ¼ 100 does not produce any visible effect on the solution (see Fig. 12(a)). Also the CPU time can hardly be
reduced. The situation is different when the update of the internal element degree-of-freedom is performed only every nE
steps. The choice nE ¼ 100 reduces the oscillating displacement by more than 10% (Fig. 12(b)). The results obtained using
nS ¼ 1;nE ¼ 1, optimal selective mass scaling b ¼ 4:36 (providing a stable time step of 3:63 � 10�7 s) and explicit estimate
of the enhanced strain parameter (expEAS) are shown in Fig. 13. Almost no difference in the response curves can be appre-
ciated, while the computation time can be still reduced to 26.6% of the original time.

The plate clamping on the four sides represents a highly constrained kinematic condition, which makes the development
of hourglass modes difficult. In this respect, a more challenging test is obtained by simply supporting the plate on the four
corners [2] and applying a uniform pressure equal to 1 MPa. The displaced configurations obtained without and with
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Fig. 12. Explosively loaded rectangular panel. Center point deflection. (a) Dependence on nS, (b) Dependence on nE.
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hourglass stabilization updating every nS ¼ 10;000 steps are shown in Fig. 14(a) and (b), respectively. Catastrophic hourglass
modes develop very soon in the first analysis, while they are completely absent in the second one. The effect of updating the
hourglass term at non-consecutive time steps is also shown in Fig. 15 where no significant differences are seen in the plate
center point deflection, independent of the updating frequency. In contrast, the non-stabilized analysis quickly diverges. In
conclusion, these results confirm that hourglass control is necessary in explicit dynamics simulations with reduced
Fig. 14. Explosively loaded rectangular panel. (a) No hourglass stabilization, (b) Hourglass stabilization with nS ¼ 10000.
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Fig. 15. Explosively loaded rectangular panel. Center point deflection for varying frequency of hourglass stabilization updating.

Fig. 16. Tool geometry and set up.



integration solid-shell elements. In the considered cases, the updating frequency has almost no effects on the quality of the
results. Numerical tests conducted on initially deformed meshes have confirmed this result (see Fig. 14). The situation might
however be different in large strain problems, with significant element distortion occurring as a consequence of the struc-
tural deformation. In this case the hourglass stabilization might require to be updated with a higher frequency. Since the
maximum computational saving has been shown to be limited to about 12.5% of the original amount, updating with
nS ¼ 100 is therefore advisable.
4.3. Forming of a rectangular metal strip

The proposed solid-shell finite element has been implemented into the commercial code ABAQUS/Explicit by means of
the subroutine VUEL. However, the code does not allow for the full implementation of the selective mass scaling strategy.
Therefore, selective mass scaling is not considered in these examples. The benchmark test B of the [27] conference is inves-
tigated. Here the bending of an unconstrained metal sheet is considered. Fig. 16 shows the tool set composed of a cylindrical
punch of the radius R1 ¼ 23:5 mm and a die characterized by the radii R2 ¼ 25:0 mm and R3 ¼ 4:0 mm. The metal sheet is
120 mm long, 30 mm wide and has a thickness of 1 mm. It is manufactured in aluminum (6111 T4) described by a Young’s
-50
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Fig. 17. Punch force vs punch stroke.

Fig. 18. Deformation at full punch stroke.



modulus of E ¼ 70500 N/mm2, a Poisson’s ratio of m ¼ 0:342 and a density of q ¼ 2:7 � 10�9 N s2/mm4. The hardening behav-
ior is modeled by a yield stress function of Voce type
ryðjÞ ¼ 420:1� 232:7 expð�8:248jÞ ¼ ry0 þ Qð1� expð�fjÞÞ ð28Þ
In the latter equation, ry0 ¼ 187:4 N/mm2 is the initial yield stress, Q ¼ 232:7 N/mm2 the saturation parameter, f ¼ 8:248
the hardening exponent and j the equivalent plastic strain. The Coloumb friction coefficient between the tools and the
sheets reads lc ¼ 0:1348.

Due to symmetry, only one quarter of the sheet is modeled. It is discretized by 68� 5 elements in the sheet plane and one
element over the thickness (including 7 Gauss points). The time step is Dt ¼ 1:305 � 10�7 s. A tentative application of method
(2) has shown that in this more challenging test, where the plate through the thickness response plays a more determinant
role, unacceptable modifications of the response are obtained for any value of nE > 1. For this reason, only the combination
of methods (1) and (3) has been tested in this and in the next example.

Fig. 17 shows the comparison of the punch forces computed by the present finite element formulation without any spe-
cial provision and using the expEAS strategy with nS ¼ 1000, with the experimental results of the NUMISHEET’02 contribu-
tion BE-01. The agreement between simulation and experiment is highly satisfactory. The deformed system at the final
punch stroke of 15 mm is depicted in Fig. 18. The CPU time saving allowed for by the combination of methods (1) and (3)
is of about 56%.

4.4. Deep drawing of a square cup

Finally, the deep drawing of a square cup of [26] is also simulated using Abaqus with our VUEL subroutine. An initially
quadratic flat aluminum sheet of 150 � 150 � 0.81 mm is fixed between blank holder and die. The geometry of the tool
is described in Figs. 19 and 20 . The parameters of the aluminum alloy are given by the Young’s modulus E ¼ 71000 N/
mm2 and the Poisson’s ratio m ¼ 0:33. Due to the only mild anisotropy of the aluminum alloy an isotropic material formu-
lation is introduced, characterized by the mean hardening function
ryðjÞ ¼ ry0 þ Qð1� expð�fjÞÞ ð29Þ
in which ry0 ¼ 132:2253 N/mm2 is the initial yield stress, Q ¼ 459:8124 N/mm2 the saturation parameter and f ¼ 2:6233 the
hardening exponent. In order to model the friction behavior between forming tools and blank the friction coefficient
lc ¼ 0:1348 is applied. Due to the symmetry of the problem, only a quarter of the sheet is discretized. The mesh includes
32 � 32 solid-shell elements in the sheet plane. Each solid-shell evaluates the material behavior in five Gauss points over
Fig. 19. Geometry of tools.

Fig. 20. Punch, blankholder and die mesh.



Fig. 21. Final deformation at 15 mm punch travel: perspective and bottom view.

Table 4
Simulation vs. experiment, draw-in punch stroke 15 mm.

Dx (mm) Dy (mm) Dd (mm)

Min. experiment 3.80 3.90 2.30
Max. experiment 6.45 6.49 3.79
Simulation 3.99 4.00 3.11
the thickness direction. The computation has been done using nS ¼ 10000;nE ¼ 1 and adopting the expEAS strategy. The time
step is Dt ¼ 1:168 � 10�7 s. Also in this case, selective mass scaling could not be used.

The final deformed sheet configuration is shown in Fig. 21. The draw-in measurements of the aluminium sheet at the
punch strokes of 15 mm are listed in Table 4. Dx denotes the amount of draw-in along the x-axis, Dy along the y-axis and
Dd is the draw-in of the sheet metal corner into the diagonal direction. The minimum and maximum draw-in experimental
measurements are reported. In this case, the CPU time reduction obtained by means of the combined use of methods (1) and
(3) amounts to about 59%.
5. Conclusions

The results of the paper show that the considered solid-shell element of [32] is well suitable to be applied in explicit anal-
yses. Four techniques have been introduced or applied to reduce the CPU effort. The update of the hourglass stabilization and
the internal element degrees-of-freedom is carried out only in each nSth or nEth step, respectively. As an alternative, an ex-
plicit estimate of the EAS parameters (expEAS), to be used in the next time step, is computed at each time step. In linear prob-
lems, or in problems where the through the thickness element behavior does not play a crucial role, the computations show
that a reasonable choice for nS and nE is around 100 if the solution should not be significantly altered. In more challenging
problems, nS 6 100 and nE ¼ 1 should be taken and the expEAS strategy should be adopted. The fourth method is the selec-
tive mass scaling previously developed in [9]. For this method, applicable to slightly distorted elements, a new technique for
the optimal choice of the mass scaling parameter has been proposed and tested. In the discussed examples of a linear-elastic
and an elastoplastic cantilever, it has been shown that this technique enables to increase the original time step by a factor
almost equal to the element aspect ratio (in-plane dimension over thickness). Overall, we obtain for the non-linear cantilever
a reduction of the CPU effort of one order of magnitude with a negligible accuracy loss. Proportionally larger gains would be
obtained for smaller thicknesses. The element implementation in Abaqus confirms that a significant gain (more than 50% in
the considered tests, where however selective mass scaling could not be implemented) can be achieved with little effort also
in commercial codes. Additionally considering the fact that the solid-shell formulation gets by with only a few Gauss points
placed along the shell director, it can be concluded that it is in most cases a valuable choice for explicit analysis.

Certainly, the techniques discussed in the present paper have to be investigated further. A larger range of examples has to
be examined. A direct comparison with the performance of four-node shells should be made. An interesting aspect for future
research is also substructuring which may serve to work with different time steps in different parts of the structure. This is
especially advisable for explicit analysis where little communication between the elements is needed.
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