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Abstract: Electromagnetic interference (EMI) from renewable power systems to the grid attracts
more attention especially in the low-frequency range, due to the low switching frequency of high-
power inverters. It is significantly important to derive EMI models of power inverters as well as to
develop strategies to suppress the related conducted emissions. In this work, black-box modelling is
applied to a three-phase inverter system, by implementing an alternative procedure to identify the
parameters describing the active part of the model. Besides, two limitations of black-box modelling
are investigated. The first regards the need for the system to satisfy the linear and time-invariant
(LTI) assumption. The influence of this assumption on prediction accuracy is analysed with reference
to the zero, positive and negative sequence decomposition. It is showing that predictions for the
positive/negative sequence are highly influenced by this assumption, unlike those for the zero
sequence. The second limitation is related to the possible variation of the mains impedance which is
not satisfactorily stabilized at a low frequency outside the operating frequency range of standard line
impedance stabilization networks.

Keywords: black-box modelling; conducted emissions; power inverter

1. Introduction

With the widespread of renewable energy technologies, such as photovoltaic (PV) pan-
els and wind farms, the development of a suitable tool to predict and reduce the conducted
emission (CE) generated by renewable power systems has gained increasing attention
from the Electromagnetic Compatibility (EMC) community due to the severe electromag-
netic interference (EMI) threats these noise currents can cause when propagating through
the power grid [1]. Indeed, they can be responsible for interference with consequent
malfunctioning in smart communications and metering systems [2], thus reducing the
reliability and interoperability of the whole infrastructure. Particularly, since the switching
frequencies of most high-power converters are still limited to a few kHz only [3,4], these
applications have brought to the attention of the community the partial lack of regulations
in the frequency interval between 2 kHz (maximum frequency foreseen by International
Power Quality Standards) and 150 kHz (minimum frequency foreseen by International
EMC Standards) [5–7], which is covered (often only partially) by a few of Standards for
specific applications only [8]. In this frequency interval, also the availability of devices
suitable to run the required measurement and tests is limited. An explicative example
is the Line Impedance Stabilization Network (LISN), whose use in EMC test setups is
fundamental to assure that the CEs exiting the device under test were measured on a stable
impedance, despite possible variations of the mains impedance. Topology and values of
LISN components depend on the specific Standards and are selected to ensure the correct
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operation of the LISN in the frequency interval foreseen by the Standards. For instance, the
LISN layout specified in the International Special Committee on Radio Interference (CISPR)
22 Standard is different from the one recommended by the CISPR 16 Standard, as they are
expected to cover two different frequency intervals: The former from 150 kHz to 30 MHz,
the latter from 9 kHz to 30 MHz. Using the LISN outside its recommended frequency range
may jeopardize test repeatability leading to unpredictably different CE levels.

In this respect, developing effective strategies to model power converters is relevant
not only in view of predicting the generated CE and of deriving guidelines to design
proper countermeasures (e.g., design of suitable passive, active, or hybrid EMI filters)
but also in view of developing new test setups, procedures, and measurement devices
to supplement the regulations currently available in the Standards and to extend their
applicability starting from lower frequencies (i.e., 2 kHz or lower).

The challenge is to derive power converter models able to represent not only the
functional part of the system (i.e., the switching activity of the power modules along with
their control system) but also all those undesired mechanisms and parasitic paths leading
to the generation and propagation of the CE exiting the converter. In the literature, either
circuit models for time-domain analysis and behaviour models for frequency-domain
analysis can be found [9,10]. The former approach is definitely more flexible since it
involves an explicit circuit representation of the functional and parasitic behaviour of
the converter. However, it usually requires detailed knowledge of the internal structure
of the converter along with a huge effort to identify suitable setups and procedures to
extract from the measurement data (or from the manufacturer data-sheets) proper values
for the involved circuit components. Moreover, this approach may be scarcely effective
when time-domain simulation of complex systems is the target, since the complexity of the
obtained network may rise to convergence issues [11].

Behavioural modelling strategies can help to overcome most of the aforesaid limita-
tions. This latter approach foresees to provide the converter with a black-box representa-
tion at the output ports in terms of an equivalent Thevenin/Norton circuit. The obtained
“black-box” model involves a minimum number of active and passive components, whose
frequency response is extracted from measurements carried out at the output ports of
the converter. Although such a black-box approach does not offer any flexibility in the
modelling of the converter control system, it is definitely beneficial for EMC analyses in
complex systems. Indeed, it does not require any knowledge about the internal structure
of the converter, since measurements at the external ports only are required to derive the
frequency response of the involved model parameters [10].

The theoretical assumption behind this approach is that the device under analysis can
be treated (at least approximately) as a linear and time-invariant (LTI) system. However,
since switching modules exhibit an inherently time-variant and non-linear behaviour, a
thorough investigation aimed at identifying the conditions for applicability and possible
limitations of black-box modelling is required.

For this purpose, the black-box modelling technique in [12], which was originally
adopted for modelling DC-DC converters in a satellite power system, is extended in this
work. The model aims to predict the CE peaks related to the switching frequency and
its harmonics exiting the AC side of a three-phase inverter connected to a PV panel. For
the proposed modelling procedure, accuracy, applicability, and possible limitations of
black-box modelling are systematically investigated, by paying particular attention to the
low-frequency part of the spectrum down to 2 kHz (since the switching frequency of the
inverter here considered is 5 kHz). To this end, an explicit model of the whole system
(i.e., a model involving the switching modules, the control system as well as parasitic
components) is preliminarily implemented in SPICE (it stands for Simulation Program
with Integrated Circuit Emphasis) and used as a virtual environment to emulate the steps
of the proposed experimental procedure and to obtain a prediction of the generated CE to
be used as a reference to validate the proposed modelling strategy.
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The accuracy of the obtained CE prediction is analysed not only in terms of physical
voltages measured at the LISN output but also in terms of modal quantities. To this
end, the decomposition of physical quantities into positive, negative and zero-sequence
components is adopted, which is the one usually exploited in power systems analyses.
Particular attention is devoted to investigating the influence on model effectiveness of the
presence of a so-called mask impedance (here, the output filter installed at the ac-side of the
inverter) as well as the bandwidth of the LISN exploited in the setup for model parameter
extraction (active part).

The rest of the manuscript is organized as follows. Section 2 surveys the black-box
modelling strategies available in the literature and discusses the LTI assumption. Section 3
describes the inverter system under analysis and introduces the test setups and procedures
proposed for model-parameter extraction from measurement data. The accuracy of the
proposed modelling technique is investigated in Section 4, by comparing the prediction
obtained by the black-box model with those obtained by SPICE simulation of the whole
system. Also, in this section possible limitations of the proposed approach are investigated
and discussed. Conclusions are eventually drawn in Section 5.

2. Black-Box Modelling Procedures and LTI Assumption
2.1. Black-Box Modelling Procedures

In the literature, there are mainly two methods to extract black-box models of power
converters. In one approach, a set of independent tests are carried out by connecting
suitable external networks of known impedance to write and solve suitable equations
involving the unknown parameters of the black-box model. The number of terminals of
the system under analysis determines the topology of the obtained model (i.e., number
of required impedances and sources) as well as the number of configurations [13]. For
example, the black-box model of a DC/DC converter with three terminals (phase, neutral
and ground) can be represented by five unknowns (i.e., two sources and three impedances).
This means that at least three different measurement configurations are needed to write
five linearly independent equations for the voltages/currents measured in each of the three
setups [9]. The use of three setups leads to an overdetermined system of six equations in
five unknowns, which can be solved by adopting, e.g., least-square algorithms [14].

An alternative approach is to separately characterize the active part (noise sources) and
the passive part (impedance/admittance matrices) of the model. For the characterization
of the passive part, most of the methods available in the literature foresee impedance
measurement with the converter switched off through Impedance or Vector Network
Analyzer (VNA) [15]. For instance, the method in [12] involves the use of a VNA to
measure the scattering parameters then converted into admittances with the converter off,
(see Figure 1a). Besides, the current sources are obtained starting from the measurement of
output currents of the converter by connecting the converter to the power network through
a LISN required by the standard measurement setups of conducted emissions. Moreover,
alternative indirect measurement such as the so-called ‘insertion loss’ method [16] and
analytical calculation method [17] are also investigated in some papers.

Approaches based on separate evaluation of the active and passive part (Figure 1a)
seem to be more promising because (1) they require only two measurement setups, (2)
the extraction of the unknown parameters from measurement data does not involve the
solution of a system of overdetermined equations. This is a great advantage in terms of
accuracy of the results as post-processing of the measurement data can often introduce
significant numerical errors which degrade the accuracy of the extracted model.
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Figure 1. (a) Principle drawing of the black-box modelling technique in [12]: Identification of passive
(left panel) and active (right panel) parameters separately. (b) Black-box model of the three-phase
inverter system.

For these reasons, black-box modelling procedures evaluating the parameters of the
active and passive parts of the model separately (Figure 1a) are adopted in this work and
extended to a three-phase grid-connected inverter system. The extracted black-box model
is shown in Figure 1b (Norton equivalent circuit) and it involves an admittance matrix and
three current sources. The passive part of the model is evaluated by VNA measurement.
The evaluation of the noise current sources is carried out with a LISN (instead of current
probes) to avoid measurement uncertainty due to the presence of a fundamental 50 Hz
component on the AC side of the inverter.

2.2. LTI Assumption

Black-box modelling provides an equivalent frequency-domain representation (in
terms of the Thevenin/Norton circuit) at the external ports of the device to be modelled.
Consequently, the applicability and effectiveness of this strategy are limited to the mod-
elling of linear and time-invariant devices only. Since power converters are intrinsically
non-linear and time-variant networks, black-box modelling requires preliminary verifi-
cation that the device can be treated, at least approximately, as an LTI system. Indeed, if
the system does not satisfy the LTI assumption, the use of different operating conditions
to identify model parameters could lead to different black-box models, which makes the
models unsuited to assure accurate predictions with other operating conditions.

In this regard, further investigations are needed to verify when and under what
conditions it is possible to apply black-box modelling approaches for modelling power
converters. In several works [18–20], such an assumption was assumed to be satisfied,
since the converter under analysis was equipped with an EMI filter or decoupling capac-
itors/functional inductors, which can mask the inherently non-linear and time-varying
behaviour of the switching modules.

However, this conclusion cannot be a priori extended to all power converters. For
instance, in [21] it was experimentally observed that, unlike the common-mode (CM)
impedance (whose frequency response is dominated by parasitic effects), the differential
model (DM) impedance can exhibit a different frequency response depending on the on
or off status of the converter. In these cases, extracting the parameters of the black-box
model with the converter switched off may significantly impair prediction effectiveness
and accuracy.



Energies 2021, 14, 3413 5 of 19

3. Identification of Model Parameters in a Virtual Test Bench
3.1. Inverter System under Analysis

Without loss of generality, a three-phase inverter connecting a photovoltaic panel to
the power grid, along with an LCL (i.e., inductor-capacitor-inductor) filter is considered
as a system under analysis. The principle drawing of this system is illustrated in Figure 2.
Though a single-stage inverter system is investigated in this paper, it is worth mentioning
that DC/DC converters are frequently added between the PV array and the inverter for DC-
link voltage control and maximum power point tracking. The presence of this additional
converter is disregarded here for the sake of simplicity as its possible presence is not
expected to impact the accuracy of the proposed modelling procedure as long as the LCL
filter is installed at the AC side of the inverter.
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Figure 2. Principle drawing of a grid-connected three-phase inverter system.

The complete circuit model of this system, including functional parts and parasitic
components, will be implemented in SPICE and used as the reference circuits. The circuit
models of each component in the system will be discussed in the following paragraphs.

The solar panel Photowatt Technologies (Isère, France) PW 1650-24 V, whose parasitic
parameters are adopted from [22], is used to construct the PV array for the system. In this
work, the PV array contains 32 PV panels in series to provide the proper DC power supply.

The complete circuit model of one Insulated-Gate Bipolar Transistor (IGBT) switching
leg (SKM200GB122D) and the capacitors at the DC side are shown in Figure 3a [23]. One
1.5 mF electrolytic capacitor and one 0.33 µF ceramic capacitor are connected at the input
of each inverter leg, respectively—The functional model is augmented by including the
following parasitic components: Stray inductances (Lwa, Lw) and resistance (Rwa) of the
connecting wires, parasitic inductances (LEL, Ls) and resistances (Rd, REL, Rs) of the DC
capacitors, the stray inductances (Lc, LE), the gate resistance (RG) and internal capacitances
(Cgc, Cge and Cce) of the IGBT/Diode devices (which are included in the SPICE models).
Numerical values of the circuit elements in Figure 3a are collected in Appendix A (Table A1).
The conventional Pulse-Width Modulation (PWM) strategy is implemented in SPICE with
a 5 kHz switching frequency.

Grid-connected converters usually require an L or LCL filter attached at the output to
reduce the harmonic currents in compliance with IEEE Standard 519–1992 and P1547-2003
requirements [24]. The LCL filter here adopted (see Figure 3b) was designed following the
procedures in [25]. Relevant parameters are listed in Table A2 of Appendix A. Specifically,
the equivalent circuit in [26] is adopted for the inductors, and datasheets are used to infer
suitable values for the equivalent series resistance of the capacitors.
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It is worth mentioning that from the viewpoint of black-box modelling, such an LCL
filter also plays a fundamental role in masking the nonlinear and time-varying behaviour
of the inverter, thus making the LTI assumption generally satisfied. This property will be
investigated in the following, by comparing the CEs predicted in the presence and absence
of the LCL filter.

Eventually, the power grid is modelled by the use of three sinusoidal voltage sources
(properly shifted in phase) connected in series with three impedances, obtained as the
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series connection of a 1 Ω resistor and a 0.2 mH inductor to mimic typical (average) mains
impedance values.

3.2. Black-Box Modelling

The procedure here exploited to identify black-box model parameters involves two
different setups. The former is used to evaluate the entries of the admittance matrix (passive
part of the model), the latter to extract the frequency response of the noise (current) sources
(the active part of the model).

3.2.1. Passive Part of the Black-Box Model

As the first step, the entries of the admittance matrix Ydut are characterized through
Vector Network Analyzer (VNA) measurement of the scattering parameters (S-parameter)
at the output port of the LCL filter, as shown in Figure 4. For measurement, the gate signals
and the DC-link voltage supply should be disconnected from the inverter for safety reason.
To mimic VNA measurement conditions by the SPICE model, both the DC voltage sources
and the gate signals sources are replaced by short circuits. The obtained 3 × 3 S-parameter
matrix (Sdut) is then converted into the corresponding 3 × 3 admittance matrix Ydut by
post-processing of measurement data [27].
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To implement this step of the identification procedure in SPICE [28], VNA operation
is mimicked through the blocks shown in Figure 5. In the specific configuration shown in
the figure, the active VNA port is connected between phase 1 and ground, the other phases
being connected to 50 Ω loads, and the entries of the first column of the S-parameter matrix
Sdut (i.e., parameters S11, S21 and S31) are evaluated. Subsequently, exchanging the position
of such an active port to phase 2 and phase 3 allows measuring the entries of the second
(S12, S22 and S32) and the third column (S13, S23 and S33), respectively.
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3.2.2. Active Part of the Black-Box Model

To extract from measurements the frequency response of the current sources Is1, Is2,
and Is3 (active part of the black-box model), the test setup in Figure 6 is exploited. The
voltages V4, V5, and V6 at the LISN output are measured in the time domain by the three
channels of an oscilloscope (to obtain simultaneous measurements on the three phases),
and then converted into the frequency domain by the Fourier Transform (FT).



Energies 2021, 14, 3413 8 of 19

Energies 2021, 14, x FOR PEER REVIEW 8 of 19 
 

 

3.2.2. Active Part of the Black-Box Model 

To extract from measurements the frequency response of the current sources Is1, Is2, 

and Is3 (active part of the black-box model), the test setup in Figure 6 is exploited. The 

voltages V4, V5, and V6 at the LISN output are measured in the time domain by the three 

channels of an oscilloscope (to obtain simultaneous measurements on the three phases), 

and then converted into the frequency domain by the Fourier Transform (FT). 

When the black-box modelling approach is applied to the DC side to assess CEs to 

PV panels, current probes can be used to measure the currents directly (see Figure 1a). 

This approach was carried out in [12] to build the black-box model of a DC/DC converter 

and was validated by experiment. 

With respect to [12], where the noise sources were directly extracted from the 

currents measured at the converter input (Figure 1a), the procedure proposed here 

requires additional efforts in terms of post-processing, since the LISN should be 

preliminarily characterized as a six-port network by VNA measurement (yielding a 6 × 6 

S-parameter matrix, SLISN), and its effect should be de-embedded from the measurement 

data.  

However, this solution is preferable when time-domain measurements are to be 

carried out at the AC side of the inverter, as it allows filtering out the fundamental 50 Hz 

component, whose presence could cause inaccurate sampling of higher spectral 

components. 

 

Figure 6. Measurement setup exploited to evaluate the active part of the black-box model, i.e., the three current sources 

IS1, IS2 and IS3. 

In SPICE, the aforesaid setup was implemented by connecting 50 Ω resistors at the 

LISN output ports to emulate the oscilloscope channels. Additionally, to preliminarily 

characterize the LISN in terms of six-port network, the blocks already introduced in 

Figure 5 are connected on both sides of the LISN, with the active block connected to one 

of the six ports at a time, to evaluate the entries of the 6 × 6 S-parameter matrix, SLISN. In 

this step, it has to be carefully considered that the impedance connected at the output port 

of the LISN may influence the results for frequencies outside the LISN bandwidth. As it 

will be shown in Section 4, this effect is mostly visible in the low-frequency part of the 

spectrum, since several LISNs are designed to comply with EMC standards foreseeing CE 

measurement starting from 150 kHz.  

Once this matrix is known, voltages (V1, V2, V3) and currents (I1, I2, I3) at the DUT side 

of the LISN are computed as 

   1 2 3 1 2 3 4 5 6 4 5 6

T T

LISNV V V I I I ABCD V V V I I I  (1) 

where ABCDLISN is the 6 × 6 ABCD matrix of the LISN, obtained starting from the 

corresponding S-parameters matrix SLISN [27]. Eventually, the noise currents in the black-

box model are retrieved as: 

     1 2 3 1 2 3 1 2 3

T T T

s s s DUTI I I I I I Y V V V   (2) 

The magnitude of the extracted black-box-model parameters, i.e., the entries of the Y 

matrix and the three current sources, is plotted in Figure 7. The first plot, Figure 7a, shows 
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IS2 and IS3.

When the black-box modelling approach is applied to the DC side to assess CEs to PV
panels, current probes can be used to measure the currents directly (see Figure 1a). This
approach was carried out in [12] to build the black-box model of a DC/DC converter and
was validated by experiment.

With respect to [12], where the noise sources were directly extracted from the cur-
rents measured at the converter input (Figure 1a), the procedure proposed here requires
additional efforts in terms of post-processing, since the LISN should be preliminarily char-
acterized as a six-port network by VNA measurement (yielding a 6 × 6 S-parameter matrix,
SLISN), and its effect should be de-embedded from the measurement data.

However, this solution is preferable when time-domain measurements are to be carried
out at the AC side of the inverter, as it allows filtering out the fundamental 50 Hz component,
whose presence could cause inaccurate sampling of higher spectral components.

In SPICE, the aforesaid setup was implemented by connecting 50 Ω resistors at the
LISN output ports to emulate the oscilloscope channels. Additionally, to preliminarily
characterize the LISN in terms of six-port network, the blocks already introduced in Figure 5
are connected on both sides of the LISN, with the active block connected to one of the six
ports at a time, to evaluate the entries of the 6 × 6 S-parameter matrix, SLISN. In this step, it
has to be carefully considered that the impedance connected at the output port of the LISN
may influence the results for frequencies outside the LISN bandwidth. As it will be shown
in Section 4, this effect is mostly visible in the low-frequency part of the spectrum, since
several LISNs are designed to comply with EMC standards foreseeing CE measurement
starting from 150 kHz.

Once this matrix is known, voltages (V1, V2, V3) and currents (I1, I2, I3) at the DUT
side of the LISN are computed as[

V1 V2 V3 I1 I2 I3
]T

= ABCDLISN
[

V4 V5 V6 I4 I5 I6
]T (1)

where ABCDLISN is the 6 × 6 ABCD matrix of the LISN, obtained starting from the corre-
sponding S-parameters matrix SLISN [27]. Eventually, the noise currents in the black-box
model are retrieved as:[

Is1 Is2 Is3
]T

=
[

I1 I2 I3
]T

+ YDUT
[

V1 V2 V3
]T (2)

The magnitude of the extracted black-box-model parameters, i.e., the entries of the Y
matrix and the three current sources, is plotted in Figure 7. The first plot, Figure 7a, shows
the frequency response of DUT admittances: Due to the symmetry, diagonal entries are the
same (Y11 = Y22 = Y33) as well as off-diagonal entries (Y12 = Y13 = Y23). Due to symmetry,
also the frequency response of the three current sources is coincident, as shown in Figure 7b.

It is worth mentioning that LISN effectiveness in stabilizing the impedance seen from
the DUT outlets in the whole frequency interval of interest is fundamental for model-
parameter extraction. Indeed, since the LISN is connected with the mains for CE mea-
surement, its effectiveness in providing a stable impedance, despite possible variation of
the mains impedance, determines the accuracy of the noise-source extraction. Hence, to
better investigate this specific aspect, in this work the two LISNs shown in Figure 8 will be
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considered, which are designed according to the requirements specified in the standard
CISPR22, Figure 8a, and CISPR16, Figure 8b, respectively.
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3.3. Setup for Model Validation

To effectively validate the accuracy of the obtained black-box model, the conducted
emissions exiting the converter under loading conditions sufficiently different from those
exploited for model-parameter identification, Figure 6, are to be predicted and compared
versus those obtained by exploiting the explicit model of the converter (here used as
reference quantities). To this end, an additional EMI filter, Figure 9a, is included between
the system and the LISN to appreciably modify the converter working conditions despite
the presence of the LISN. The obtained measurement setup is shown in Figure 9b.
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4. Prediction of Conducted Emissions
4.1. Conducted Emissions Analysis

As the first step, the conducted emissions exiting the inverter are evaluated in the
presence and the absence of the EMI filter in terms of voltages measured at the output
(i.e., at the receiver side) of a LISN compliant with CISPR16 specifications. To this end,
time-domain simulations are carried out in SPICE, and the frequency spectra of the voltages
at the LISN output are obtained afterwards through FT.

The conducted emissions simulated in the absence of the EMI filter are then used
as input data to extract the black-box model of the inverter. Conversely, the conducted
emissions simulated in the presence of the filter are used to assess the effectiveness of the
extracted black-box model in predicting the emissions exiting the inverter under analysis,
in combination with a different set of working conditions.

To verify the suitability of the aforesaid two sets of working conditions in assessing
the prediction effectiveness of the extracted black-box model, the conducted emissions
from the converter in the presence and in the absence of the EMI filter are preliminary
compared in Figure 10 (where the voltage V4 on a specific phase is plotted). The significant
difference between the two spectra confirms the effectiveness of introducing the EMI filter
to generate a new set of working conditions for validation purposes. Apart from the first
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two spectrum lines at 5 kHz and 10 kHz, the EMI filter provides appreciable attenuation to
all the other harmonics.
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Figure 10. Conducted emissions at the AC side of the inverter in the presence and in the absence of
the EMI filter.

Moreover, modal decomposition is applied to get a better understanding of the spectral
content of the emissions exiting the converter. To this end, the three-phase voltages V4, V5,
V6 at the LISN output are decomposed into the corresponding positive-sequence, negative-
sequence, and zero-sequence voltages V+, V−, V0 by the similarity transformation, [29]: V+

V−
V0

 =
1
3

 1 ej2π/3 ej4π/3

1 ej4π/3 ej2π/3

1 1 1

 V4
V5
V6

 (3)

In this regard, it is worth mentioning that for EMC analysis decomposing phase
quantities (voltages and currents) into CM and DM components is a standard practice,
which allows the designer to identify the noise component that is dominant in a specific
frequency interval, so to properly design the required EMI filter. For a three-phase system,
the transformation into positive/negative/zero sequences in (3) provides equivalent in-
formation in terms of CM (zero sequences) and DMs (positive and negative sequences)
noise components, and it is here adopted since it is widely adopted also for power system
analysis. Since the similarity transformation matrix in (3) is not singular, phase voltage (V4,
V5, V6) can be also obtained from modal quantities (V+, V−, V0), by reversing (3).

One of the phase voltage (V4) and the obtained modal voltages evaluated in the
absence and the presence of the EMI filter are plotted in Figure 11a,b, respectively. The
comparison versus the corresponding phase voltages (see the grey spectrum in Figure 11)
reveals that the emissions from the converter are dominated by the positive and negative-
sequence contributions up to nearly 35 kHz. Conversely, above this frequency the zero-
sequence contribution is dominant. This result proves that the observed reduction of
the converter CEs above 35 kHz is mainly to be ascribed to the effectiveness of the ex-
ploited EMI filter in damping the zero-sequence component of the noise currents exiting
the converter.
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4.2. Validation of the Modelling Procedure

The conducted emissions obtained by the SPICE model of the whole test setup de-
scribed in Section 3 and those predicted by the black-box model are compared in Figure 12a
in the frequency range from 2 kHz to 200 kHz. The CEs above 200 kHz are not plotted,
as they are significantly attenuated (below −10 dBµV). The comparison proves that the
black-box model can effectively predict the emissions exiting the converter, with maximum
deviations within 3 dB around 110 kHz, where the system exhibits a resonance.

The corresponding comparison in terms of zero sequence and positive/negative
sequence is shown in Figure 12b–d, respectively, and confirms the effectiveness of the
proposed black-box model also in predicting modal quantities. The zero-sequence and
the positive/negative sequences dominate above and below 35 kHz, respectively. The
discrepancies observed above 100 kHz are mainly owing to numerical processing of data,
due to the extremely low CE levels at high frequency.
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4.3. Limitations of Black-Box Modelling
4.3.1. Influence of the Mask Impedance

To investigate the role of the masking effect due to the LCL filter on model effective-
ness, the LCL filter was removed, and the procedure for model parameter extraction was
repeated. The obtained predictions are compared versus SPICE simulations in Figure 13a.

Specifically, for the system without the LCL filter, obvious mismatches are observed
in predictions of CEs obtained by the black-box model from 100 to 400 kHz with respect
to the accurate circuit simulation. In Figure 13b–d, three sequences of emissions are
compared. It is observed that the discrepancies in this frequency interval are mainly from
the positive and negative sequences instead of the zero sequence. With respect to Figure 12,
the discrepancies observed in Figure 13 are to be ascribed to the inaccuracy of black-box
modelling in the absence of the LCL filter, rather than to the noise floor of data-processing.
As a matter of fact, in Figure 13 CE levels from 100 kHz to 400 kHz are still significantly
larger (above 40 dBµV) than the noise floor.

This investigation puts in evidence that in the absence of an LCL filter (and its mask-
ing effect), the nonlinear and time-variant characteristics reflect the prediction of posi-
tive/negative sequence components. In this case, the black-box modelling approach is less
accurate in the prediction of DM emissions, especially in the high frequency range.



Energies 2021, 14, 3413 14 of 19

Energies 2021, 14, x FOR PEER REVIEW 14 of 19 
 

 

positive/negative sequence components. In this case, the black-box modelling approach is 

less accurate in the prediction of DM emissions, especially in the high frequency range.  

  

(a) (b) 

  

(c) (d) 

Figure 13. Conducted emissions in the absence of LCL filter obtained by SPICE model in Section III and predicted by the 

black-box model (a) phase voltage (b) zero-sequence voltage (c) positive sequence voltage and (d) negative sequence 

voltage. 

4.3.2. Influence of the Power Network Impedance 

For model-parameter evaluation, the ability of the exploited LISN in providing a 

stable impedance despite the possible variation of the impedance of the power grid plays 

a fundamental role. To extract the frequency response of the noise sources, the exploited 

LISN has to be disconnected from the power grid and preliminarily characterized by VNA 

measurements. At this stage, the impedance at the output port of the LISN (open-ended) 

is different from the actual impedance of the power grid (here mimicked by the series 

connection of a 0.2 mH inductor and a 1 Ω resistor), which is connected at the LISN output 

when noise currents are measured. Hence, if the LISN is used outside its bandwidth, the 

input impedance seen from its input port might be significantly different in the two test 

setups. 

To investigate this specific aspect, different impedance values are assumed for the 

power grid, and the impedance seen at the input of the CISPR16 and CISPR22 LISNs are 

plotted in Figure 14a,b, respectively. The plots show that for frequencies below the LISN 

Figure 13. Conducted emissions in the absence of LCL filter obtained by SPICE model in Section 3 and predicted by the
black-box model (a) phase voltage (b) zero-sequence voltage (c) positive sequence voltage and (d) negative sequence voltage.

4.3.2. Influence of the Power Network Impedance

For model-parameter evaluation, the ability of the exploited LISN in providing a
stable impedance despite the possible variation of the impedance of the power grid plays
a fundamental role. To extract the frequency response of the noise sources, the exploited
LISN has to be disconnected from the power grid and preliminarily characterized by VNA
measurements. At this stage, the impedance at the output port of the LISN (open-ended)
is different from the actual impedance of the power grid (here mimicked by the series
connection of a 0.2 mH inductor and a 1 Ω resistor), which is connected at the LISN output
when noise currents are measured. Hence, if the LISN is used outside its bandwidth,
the input impedance seen from its input port might be significantly different in the two
test setups.

To investigate this specific aspect, different impedance values are assumed for the
power grid, and the impedance seen at the input of the CISPR16 and CISPR22 LISNs
are plotted in Figure 14a,b, respectively. The plots show that for frequencies below the
LISN operation frequency range (i.e., for frequencies below 150 kHz for the CISPR22 LISN,
and below 9 kHz for the CISPR16 LISN) non-negligible variations are observed in the
impedance seen at the LISN input. This significantly impacts on CE measurement in the
lower part of the spectrum, as shown in Figure 15, where the CEs measured by the two
LISNs under analysis are compared (for these simulations the presence of the power grid
was mimicked by the series connection of a 0.2 mH inductor and a 1 Ω resistor). The
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comparison shows significant differences in the measured CE levels for frequencies below
40 kHz, with maximum deviation in the order of 30 dB around 25 kHz.
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Figure 15. Conducted emissions (SPICE model) measured by using two different LISNs, i.e., CISPR16
(grey spectrum) and CISPR22 (blue spectrum).

To investigate the influence of the exploited LISNs on the effectiveness of the pro-
posed black-box modelling procedure, the two LISNs under analysis were preliminarily
characterized in terms of scattering parameters with the output port left open-ended. As
previously observed, this configuration reproduces the experimental setup involving the
VNA and the LISN disconnected by the power grid.

After that, the CEs exiting the systems were virtually measured by exploiting the two
LISNs connected to the power grid (emulated by the series connection of a 0.2 mH inductor
and a 1 Ω resistor), and the obtained CE levels were used as input data to determine the
frequency response of the noise sources involved in the black-box model.

The CEs predicted by the obtained black-box models are compared versus those
predicted by the SPICE model in Figure 16. The comparison shows that the predictions
obtained by exploiting the CISPR16 LISN exhibit a deviation (less than 3 dB) at the switching
frequency (5 kHz) only. Conversely, if the black-box model is extracted by exploiting
the CISPR22 LISN, the predictions reveal significant deviations with respect to SPICE
simulation below 150 kHz, since such a LISN is designed to assure a stable impedance
starting from 150 kHz only.
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5. Conclusions

In this work, the effectiveness and possible limitations of a black-box modelling
procedure tailored to the representation of a three-phase inverter connected with a PV
panel have been investigated. The procedure foresees separate characterization of the active
and passive part of the model. Specifically, a suitable procedure is proposed to identify the
noise sources (active part of the model), which resorts to the time-domain measurement of
the voltages at the output of the LISN, instead of the currents exiting the converter, to filter
out the 50 Hz fundamental component, whose contribution could impair the identification
of higher frequency components. The comparison versus SPICE simulation proved the
effectiveness of the proposed black-box modelling approach in predicting the CEs exiting
the AC side of the grid-tied three-phase inverter system under analysis in the frequency
range starting from 2 kHz.

The proposed analysis allowed a systematic investigation of two main limitations
possibly degrading the prediction accuracy of the proposed black-box modelling technique
during the measurement. The former limitation is related to the assumption that the system
under analysis should be treated, at least approximately, as a linear and time-invariant
system. In this regard, the fundamental role played by the LCL filter (installed at the
converter output) in masking the inherent non-linear and time-invariant behaviour of
the inverter switching modules has been proven. In general, this assumption needs to
be confirmed prior to the application of the black-box modelling procedures. The latter
limitation is related to the bandwidth of the LISN exploited to extract from measurement
the frequency response of the noise sources (active part of the model). In this regard, it
has been proven that using a LISN foreseen for CE measurement starting from 150 kHz,
as foreseen by several EMC standards, may lead to significant degradation of prediction
accuracy in the lower part of the spectrum (i.e., below 150 kHz), since the frequency
response of the extracted noise sources is strongly influenced by the impedance connected
at the output of the LISN. To eliminate the influence of power network impedance, it
is necessary to develop a new type of LISN with stable impedance starting from 2 kHz,
otherwise, the mains impedance must be measured or estimated to improve the accuracy
of the black-box model predictions at low frequency.
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Appendix A

Table A1. Circuit model parameters of PV panel and inverter in Figure 3a.

Elements Parameter Value Description

PV panel

Vpv 24 V Nominal panel voltage

Cpg, Cng 4 pF Parasitic capacitances between
positive/negative DC bus and ground

Rs1, Rs2 1.5 mΩ DC bus panel feeder resistances

Cpn 90 nF Parasitic capacitance between positive and
negative DC bus terminals

Rpn 2.8 kΩ Leakage resistance between positive and
negative DC bus terminals

Electrolytic
capacitor

Lw 10 nH External wire inductance
CEL 1500 µF Nominal capacitance
LEL 30 nH Internal series inductance
REL 40 mΩ Internal series resistance
Rd 100 kΩ Discharging resistance

DC bus
Rwa 3.9 mΩ Stray resistance
Lwa 0.36 µH Stray inductance

Ceramic
capacitor

Cs 0.33 µF Nominal capacitor
Ls 30 nH Internal series inductance
Rs 30 mΩ Internal series resistance

IGBT

LC 40 nH Collector stray inductance
LE 40 nH Emitter stray inductance
Cgc 700 pF Stray capacitor between gate and collector
Cce 1 nF Stray capacitor between collector and emitter
Cge 21.3 nF Stray capacitor between gate and emitter
Chs 280 pF Stray capacitor between IGBT and heatsink

Table A2. Design parameters of LCL filter circuit.

Parameter Value Description

SB 7 kVA Inverter rated power
VB 380 V Line to line output voltage (rms value)

VDC 720 V DC power supply
f B 50 Hz Output voltage frequency
IB 10.64 A Output current (rms value)
ZB 20.63 Ω Inverter base impedance
LB 65.66 mH Inverter base inductance
CB 154.31 µF Inverter base capacitance
rg 0.003 / Grid-side ripple current component
ri 0.15 / Inverter-side ripple current component
a 0.02 / Capacitor voltage ripple attenuation
f 1 4.9 kHz The First dominant harmonic frequency
x 0.316 / Ratio = harmonic voltage at f 1/voltage at f B
M 0.866 / Amplitude modulation ratio

Lipu 0.0228 / PU inductance value of LCL filter at inverter side
Lgpu 0.0228 / PU inductance value of LCL filter at grid side
Cpu 0.2191 / PU capacitance value of LCL filter
Li 1.4979 mH Nominal inductance of LCL filter at inverter side
Lg 1.4979 mH Nominal inductance of LCL filter at grid side
C 33.8 µF Nominal capacitance of LCL filter
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