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Abstract: 11 

Ice impact is quite common and may become critical especially if it involves the transportation sector. 12 

Simulation tools may help in the structural design phase to increase the ability to withstand this kind 13 

of impact and/or to analyse the effect under extreme weather conditions. Such tools require an 14 

accurate description of the mechanical behaviour and therefore a detailed investigation about the 15 

dynamic mechanical properties of ice is of great interest. In the present work, material 16 

characterizations of ice, including tensile and compressive tests, were carried out under different 17 

strain rates. Two different material models (i.e., the modified Johnson-Cook model and Johnson-18 

Holmquist II model) were calibrated. Then, impact tests using ice as a projectile with aluminium 19 

panels as a target were conducted to validate the material models of ice under impact loading. 20 

Furthermore, the replication effect of ice projectiles was investigated under different impact energies 21 

based on the mechanical responses and damage phenomena of ice for both models. Results showed 22 

that while both models are able to provide reliable predictions of the impact behaviour of ice 23 

projectiles, the Johnson-Holmquist II model presents a better performance as impact energy increases. 24 

Keyword: Johnson-Cook model; Johnson-Holmquist II model; ice projectile; damage phenomena; 25 

ballistic impact 26 

1. Introduction 27 

Ice impact is always regarded as a destructive hazard in many fields, such as civil, marine, and 28 

aerospace engineering. Understanding and modelling the dynamic mechanical behaviour of ice, 29 

especially under impact loading, is of great interest, which can help the design and optimization of 30 
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structures to resist ice impact. Despite the environmental sensitivity of ice [1–3], experimental 31 

investigations considering various strain rates have been widely conducted to understand the 32 

mechanical behaviour of ice and establish a reliable material model. However, besides environmental 33 

factors, one important extra concern that should be stressed is that the mechanical properties of ice are 34 

significantly affected by the type of water: fresh, atmospheric, river, sea and distilled [1,4–7]. Among 35 

these, ice generated from  distilled water presents the highest strength [5]. Therefore, most 36 

experimental analysis, especially impact cases, utilised ice projectiles made from distilled water, for 37 

the purpose of structural design with high safety factors.  38 

For tensile tests, to avoid ice melting at the contact region with the clamps, ice samples should be 39 

assembled with especially designed clamps before testing at low temperature [4]. Spalling tests with 40 

split Hopkinson pressure bar (SHPB) can provide precise experimental data about tensile strength of 41 

ice with the assistance of an high-speed camera [8,9]. However, the correct interpretation of the 42 

failure modes, due to different stress states, is complex with transparent material like ice. On the other 43 

hand, Brazilian tests, which were originally designed for brittle materials, are also capable to measure 44 

tensile strength of ice [2,6], as long as it is validated by the initial central failure of samples [10]. In 45 

particular, Brazilian tests by means of SHPB have been regarded as an effective way to obtain the 46 

tensile strength under high strain rates [3,5]. According to the existing experimental results [3,4,6], 47 

tensile strength of ice is around 1.0 MPa under the quasi-static conditions, while limited increase on 48 

the strength can be found with an increase of  the strain rate and lowering of the temperature. 49 

Unlike tensile tests, compressive experiments are much easier to carry out. At intermediate strain rates 50 

(~10 /s), compressive strength of ice increases compared with that in the static condition [11]. 51 

Regarding higher loading rates, SHPB is usually employed [13–16], as it can achieve a strain rate 52 

range from 10 /s up to 2600 /s under compressive loading conditions. Such a strain rate range is 53 

similar to those of impact cases (101 – 103 /s). However, even though loading with a constant strain 54 

rate is hard to achieve when the strain rate is close to 1000 /s [12,13], the shaping of an incident wave 55 

has been studied [13,14]. 56 

Regarding ice impact tests, the impact loading profile and the collapse of ice projectiles are usually 57 

measured and captured [15,16]. Additionally to the shape, (e.g. sphere [17,18] and cylinder [15]), also 58 

the impact velocity [19], and the size [20] of ice projectiles are considered main factors for the study 59 

of ice impact. However, test data always shows a large scatter, due to the variation of ice projectiles 60 

induced during their manufacturing process and the uncertainty of the measurement [17]. Besides 61 

controlling the manufacture process, efforts have also been made to improve the accuracy of 62 

measurements. For example, Pernas-Sánchez et al. [20] utilized a mass-spring analogous system on a 63 

load cell to measure the impact force provided by the ice projectile, while high-speed cameras were 64 

used to record the impact process [15,16,19]. Both rigid [15,21] or aluminium targets [18], which 65 



have predictable material models, are used to inversely reproduce the ballistic behaviour of ice 66 

projectiles. In comparison  to monitoring ice projectiles themselves, the recording of the mechanical 67 

response of the targets is more practical and applicable thanks to advanced measurement methods 68 

[21,22], such as digital image correlation (DIC) techniques.  69 

Based on material tests under various strain rates, the material model of ice can be calibrated, which is 70 

helpful for the simulation of ice impact. Considering the strain-rate sensitivity of ice, a theoretical 71 

model with strain-rate parameters can be used [23], while typical semi-empirical material models, like 72 

Johnson-Cook constitutional model [24] and Zhu–Wang–Tang model [25], are capable to simulate  73 

the mechanical behaviour of ice under high loading rates. While the ice projectile with high impact 74 

velocities can be accurately captured by the equation of state (EOS), material models including EOS 75 

also present good capabilities of ice impact simulation [26–28]. However, determining the parameters 76 

of EOS is difficult because planetary impact tests need to be performed, which require hyper impact 77 

velocity of ice projectiles and an extremely accurate monitoring system [29,30]. Besides, advanced 78 

numerical methodologies, such as the particle-subdomain method [31] and smoothed particle 79 

hydrodynamics [32], which always use rate-dependent material properties as input,  are more 80 

appropriate for replicating the mechanical behaviour of ice impact, especially the failure process. 81 

Meanwhile, micromechanics also provide a new insight for the modelling of ice, as they can provide 82 

reliable mechanical behaviour considering the effect of temperature and strain rate with a microscale 83 

kinematic and constitutional relationship [33]. However, the capabilities of these numerous material s 84 

models and numerical methodologies with regards to modelling ice projectiles under various impact 85 

velocities are still not clear and are hence the main focuses of the present work. 86 

In the current work, experimental activities, including tensile and compressive loading conditions, 87 

considering different strain rates, were conducted to characterize the mechanical properties of ice. 88 

Based on experimental data, two different material models, the modified Johnson-Cook and the 89 

Johnson-Holmquist II models, were calibrated to replicate the mechanical properties of ice as a 90 

projectile. In order to assess these two material models, impact tests with ice projectiles versus 91 

aluminium targets were carried out. Through comparisons between experimental data and simulated 92 

results of ice impact cases, both material models were validated with respect to failure phenomena 93 

and residual velocities. 94 

2. Experiments 95 

2.1 Sample preparation 96 

Two differently shaped ice samples were prepared for the current study: an ice cylinder used for 97 

material characterizations, including tensile and compressive tests and an ice sphere used as a 98 

projectile in impact tests for the validation of the material models. Both ice samples were made of 99 



distilled water. The mould used for the sample preparation is presented in Figure 1a, which contains 100 

two aluminium inserts, rigid cover, and a foundation. The aluminium inserts were used to produce flat 101 

ended ice samples, which were fixed on the rigid foundation. The two aluminium inserts were closed 102 

with tape and distilled water was injected through a hole in the tape. This method prevents the 103 

inclusion of air during the injection of water, but also serves to remove extra liquid water during the 104 

freezing process. The mould was assembled by screws to avoid movements of the components. The 105 

temperature of the freezer was set to -15°C and the samples were kept in the freezer for 2.5 hours. 106 

Prior to testing, cylinder ice samples were checked for their transparency, and samples with low 107 

transparency were removed as higher transparency indicates fewer micro cracks inside the ice 108 

samples. Some qualified samples with high transparency are shown in Figure 1b, the size of which is 109 

Φ15×10 mm. Regarding the sphere ice samples for impact tests, a similar mould was used as the one 110 

for the cylinder samples but with a sphere shape. The sphere ice samples which were frozen for at 111 

least 3 hours at -15°C are shown in Figure 1c, the diameter of which is 30 mm. After manufactured, 112 

the ice was observed for microstructure, and the grain size of the ice was found to be 0.4-1.6 mm. 113 

 114 

Figure 1 Components and assembly for cylinder ice samples used in material characterization (a); cylinder ice samples (b); 115 
sphere ice samples (c) 116 

2.2 Experimental setup 117 

The experimental setup of the current work, including tensile, compressive and impact tests, is 118 

introduced in this section.  119 



2.2.1 Tensile tests 120 

Low strain rates ranging from 10-4 to 10-1 /s were firstly considered in the present work. A universal 121 

electronic testing machine was used, as shown in Figure 2, to perform Brazilian tests to obtain the 122 

tensile properties of the ice samples. In order to keep the samples in low temperature environment, a 123 

cooling chamber with liquid nitrogen applied was used and the inner temperature was monitored by a 124 

thermometer. A digital camera was placed in front of the samples to record the failure process. 125 

  126 

Figure 2 Experimental setup for quasi-static material tests 127 

2.2.2 Compressive tests 128 

Considering the dynamic compressive tests, a split Hopkinson bar made of aluminium was used to 129 

achieve the strain rate up to 300 /s, while the universal electronic testing machine was employed for 130 

tests under quasi-static condition (~10-1 /s). More details of the Hopkinson bar can be found in 131 

[10,13,34]. For each test, the balanced loading condition and the constant strain rate state have been 132 

checked. Otherwise, the experimental results must be discarded for the further use. As in tests under 133 

quasi-static condition, a chamber with liquid nitrogen was utilised to maintain the temperature at 134 

around -15°C (± 2°C) during the compressive tests (Figure 3).  135 



 136 

Figure 3 Cooling chamber designed for split Hopkinson bar test 137 

2.2.3 Impact tests 138 

Regarding the impact tests, the experimental setup is presented in Figure 4a. An aluminium target 139 

made of Al6061 was fixed by steel window frames on both sides, as shown in Figure 4b. The reason 140 

for using aluminium panels as targets is because aluminium is a reliable material model for high-141 

velocity impact cases [35] allowing to  focus  on studying the capabilities of the material models of 142 

ice. Two infrared screens were placed in front of the target to measure the impact velocity of ice 143 

projectiles. The ice projectiles were fired with a gas gun placed in front of the target. During the firing 144 

process, a sabot (Figure 4c) was used to protect the ice projectiles from the friction with the gas gun 145 

and to control the impact position. Before the projectile touches the target, the sabot was removed 146 

with a specific device. A camera on the side of the target was used to make sure the sabot had no 147 

effect for the ice impact test. The impact velocity was set at around 100 m/s. Two high-speed cameras 148 

with the stereo DIC system applied were placed behind the target to monitor the out of plane 149 

deformation; frequency was set to 20 kHz for the deformation history of the target. Data elaboration 150 

was conducted by ARAMIS software. Each impact test was repeated at least three times, the 151 

representative one has been reported in the current work for the validation with the numerical model. 152 

 153 



Figure 4 Experimental setup for ice impact tests (a); scheme about the champs of the targets in the impact tests (b); sabots 154 
used in impact tests (c) 155 

3. Material models 156 

3.1 Test data 157 

In this section, the results from both tensile and compressive tests were regarded as the input for 158 

material modelling. 159 

3.1.1 Tensile tests 160 

In the current study, Brazilian tests were conducted with various loading rates to determine the tensile 161 

strength of ice. An example of a typical curve from the Brazilian test is shown in Figure 5a, the 162 

sample started cracking at the centre when stress reached the peak, which qualifies the Brazilian tests. 163 

The tensile strength test results at different strain rates are presented in Figure 5b and a 16% increase 164 

can be observed from 10-4 to 10-1 /s. Furthermore, the range of the tensile strength reported in the 165 

literature is also summarised in Figure 5b. The strength determined in the current study is then based 166 

on the current experimental results from Brazilian tests.  167 

 168 

Figure 5 Typical tensile results with failure process recorded (a); tensile strength under different strain rates (points) and 169 
the range of the tensile strength reported in the literature (coloured area) (b) 170 

3.1.2 Compressive tests 171 

As the strain rate increased, the compressive strength increased up to ~600%, as shown in Figure 6a. 172 

Some typical stress-strain curves under compression from the split Hopkinson bar tests are shown in 173 

Figure 6b. They can split into three distinct parts: the stress shows a linear increase (part-I); as the 174 

yield stress arrives, the stress increases at a gradually slower rate (part-II); after the stress reaches the 175 

peak value, the stress starts to drop (part-III), indicating the collapse of the ice sample. Based on these 176 

three parts, the material modelling was established. 177 



 178 

Figure 6 Typical compressive results of stress-strain curves under different strain rates (a); summary of compressive 179 
strengths with respects to strain rates (b) 180 

3.2 Modified Johnson-Cook model 181 

The Johnson-Cook model was first proposed in 1983 [36],  and has since been applied in many fields 182 

to describe the mechanical behaviours of materials under different loading rates and temperatures. 183 

Although this model may not accurately reconstruct the whole deformation history of ice, the 184 

mechanical properties under various strain rates and temperatures can be empirically described with a 185 

few parameters involved. Coupled with basic mechanical parameters, i.e. elastic modulus and 186 

Poisson’s ratio (as listed in Table 1), pus the strength model from the Johnson-cook model, the first 187 

two parts of the stress-strain curves can be described. In the current work, the compressive strength 188 

under different strain rates from tests was utilised as the input for the strength model of the Johnson-189 

Cook model. In order to properly establish a material model of ice, a damage model should be also 190 

considered to describe the stress dropping after the peak value (part III). Herein, a modified damage 191 

model was applied for failure behaviours of ice after reaching the peak force.  192 

3.2.1 Strength model 193 

The basic equation of Johnson-Cook model can be expressed as Equation (1), where the effect of the 194 

temperature was ignored in the present work. 195 

𝜎 = (𝐴 + 𝐵𝜀𝑛)(1 + 𝐶𝑙𝑛𝜀∗)      (1) 196 

Here, σ, ε and 𝜀 are stress, strain, and strain rate, respectively. A, B, C and n are constants, which can 197 

be obtained from part-II of the stress strain curves under different strain rates. The least squares 198 

method (LSM) was applied for these parameters. Considering this material model later serves for ice 199 

as projectiles with high impact velocities, and LSM was initially used to focus on dynamic conditions, 200 

the curves from high strain rates is required be more accurate compared to the ones under lower strain 201 

rates. Table 1 lists the values of these parameters obtained according to the current test results. The 202 



fitted and experimental curves are compared in Figure 7a, showing that this strength model is capable 203 

of predicting part-II of the stress-strain relation under compression. 204 

 205 

Figure 7 Comparison between the experimental and fitted curves of part-II (a); part-III of stress-strain curves from tests 206 
used for the damage model determination (b); Comparison between the experimental and fitted curves of part-III (strain rate 207 

equal to 195 /s) 208 

3.2.2 Damage model 209 

The damage behaviour of ice obtained from the stress-strain curves under different strain rates is 210 

presented in Figure 7b. Generally, the damage model is built based on the degradation of elastic 211 

modulus, as expressed in Equation (2), where 𝐸0
′  and E are initial and damaged elastic modulus, and 212 

D is a damage parameter, which can decide the degrading rate of the material. 213 

𝐸 = (1 − 𝐷)𝐸0
′       (2) 214 

Considering the trend of the stiffness degradation, an exponential damage model was applied for ice, 215 

where D was determined by: 216 

𝐷 = 1 − (
𝜀𝑚
0

𝜀𝑚
𝑚𝑎𝑥)

{
 
 

 
 

1 −

1−𝑒𝑥𝑝(−𝛼(
𝜀𝑚
𝑚𝑎𝑥−𝜀𝑚

0

𝜀𝑚
𝑓
−𝜀𝑚
0
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1−𝑒𝑥𝑝⁡(−𝛼)
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    (3) 217 

 𝜀𝑚
𝑚𝑎𝑥, 𝜀𝑚

0  and 𝜀𝑚
𝑓

 are the maximum, initial and failure strains for the damage region (part-III) of 218 

stress-strain curve; α is the parameter controlling the shape of the damage curve. By changing α, it can 219 

be found that the damage curves in Figure 7b can be replicated when 𝛼 = 5.732. The comparison 220 

between the fitted damage and the experimental data with respects to the stress-strain curves is 221 

reported in Figure 7c. 222 

In summary, based on the stress-strain curves from compressive tests, parameters of the modified 223 

Johnson-Cook model can be fitted as listed in Table 1. 224 

Table 1 Parameters for Johnson-Cook model considering damage of ice 225 

Basic mechanical parameters Johnson-Cook model Damage model 

E [GPa]  A [MPa] 3.412  5.732 



 0.22 B [MPa] 77.85   

  n 0.355   

  C 0.8593   

 226 

3.3 Johnson-Holmquist II model 227 

The Johnson-Holmquist II model, containing EOS, the strength model and damage model, which have 228 

been used to simulate the mechanical behaviour of brittle materials with high velocity [28], were also 229 

considered in the current work. With Johnson-Holmquist II model, the failure of the brittle materials 230 

under high strain rates can be replicated precisely due to the application of equations of state, which 231 

used the volume strain to describe the deformation of the materials. Meanwhile, strength and damage 232 

models can determine the initial failure strength and failure process under different loading 233 

conditions, respectively. 234 

3.3.1 Equation of state 235 

EOS is a polynomial which is always used to establish the relationship between pressure and volume 236 

strain. At low velocity, a one-order polynomial can provide acceptable accuracy due to the low 237 

hydrostatic pressure. However, in the present study, a three-order polynomial was utilised considering 238 

the scenario of ice projectiles under high impact velocity, as expressed by Equation (4). Herein, p is 239 

the pressure of ice, and ϵ is the volume strain, while K1 is the volume modulus, K2 and K3 are 240 

constants. 241 

𝑝 = 𝐾1𝜖 + 𝐾2𝜖
2 + 𝐾3𝜖

3     (4) 242 

K1 can be obtained through Equation (5) by elastic modulus E and Poisson’s ratioof ice. 243 

𝐾1 = 𝐸 3(1 − 2𝜈)⁄       (5) 244 

The fitting of K2 and K3 is not straightforward as no experiments on pressure and volume strain were 245 

conducted. However, the fitting can be obtained mathematically according to the expansion of 246 

Hugoniot equation (Equation (6)) at ϵ, as expressed by Equation (7). 247 

𝑝 =
𝜌0𝑐0

2𝜂

(1−𝑠𝜂)2
       (6) 248 

{
𝐾1 = 𝜌0𝑐0

2

𝐾2 = 𝜌0𝑐0
2(2𝑠 − 1)

      (7) 249 

Thus, the relationship between K1 and K2 can be obtained:  250 

𝐾2 = 𝐾1(2𝑠 − 1)      (8) 251 



According to the experimental work from Sterwart and Ahrens [29,30], 𝑠 = 0.92, is used to calculate 252 

K2 in the current work, whereas K3, was set as zero because the volume strain should be negligible for 253 

ice, as brittle materials always have low failure strength. 254 

After the failure initiation of ice, the radial strain significantly increases causing non-uniform bulking, 255 

and leading to the increase of pressure providing internal energy. Thus, the energy transfer parameter, 256 

β, and the increment of the pressure, ∆p, were used to calibrate the material behaviour in Johnson-257 

Holmquist II model, as listed in Equation (9). It describes the relationship between the increment of 258 

energy and pressure at a specific time interval, ∆t. For modelling ice as a projectile, its deformation 259 

occurs in a short period. Thus, an unchangeable internal energy can be assumed during the whole 260 

process. Then, we could set 𝛽 = 1 .  261 

(∆𝑝𝑡+∆𝑡 − ∆𝑝𝑡)𝜖𝑡+∆𝑡 + (∆𝑝𝑡+∆𝑡
2 − ∆𝑝𝑡

2) (2𝐾1)⁄ = 𝛽∆𝑈    (9) 262 

3.3.2 Strength model 263 

In the strength model of Johnson-Holmquist II model, the strain rate effect (𝜀) and damage parameter 264 

(D) are considered with the strength normalized by hydrostatic pressure. The normalized parameters 265 

are marked with ‘*’ in the strength model (Equations (10-12)). 266 

𝜎∗ = 𝜎𝑖
∗ − 𝐷(𝜎𝑖

∗ − 𝜎𝑓
∗)      (10) 267 

When there is no damage (𝐷 = 0), Equation (10) can be expressed as: 268 

𝜎𝑖
∗ = 𝐴(𝑝∗ + 𝜎𝑡,𝑚

∗ )
𝑁
[1 + 𝐶𝑙𝑛(𝜀 𝜀0⁄ )]     (11) 269 

When the material collapses (𝐷 = 1), 𝜎𝑓
∗ can be stated as: 270 

𝜎𝑓
∗ = 𝐵(𝑝∗)𝑀[1 + 𝐶𝑙𝑛(𝜀 𝜀0⁄ )]      (12) 271 

In the strength model, some parameters depend on the material itself, i.e. A, B, C, N, M, and the 272 

maximum hydrostatic pressure, 𝜎𝑡,𝑚
∗ , are introduced. Furthermore, the normalised pressure (𝑝∗) and 273 

maximum hydrostatic pressure (𝜎𝑡,𝑚
∗ ) in Equations (11, 12) are: 𝑝∗ = 𝑝 𝑝𝐻𝐸𝐿⁄  and 𝜎𝑡,𝑚

∗ =274 

𝜎𝑡,𝑚
∗ 𝑝𝐻𝐸𝐿⁄ .Here,  𝑝𝐻𝐸𝐿 is the hydrostatic pressure of Hugoniot elastic strength, and it can be 275 

expressed by Hugoniot elastic strength. According to the planetary impact tests conducted by Sterwart 276 

and Ahrens [29,30], Hugoniot elastic strength, 𝜎𝐻𝐸𝐿, can be fixed to 5.2 GPa for ice. Based on the 277 

theory of solid mechanics, the stress can be decomposed in a form of hydrostatic stress and deviator 278 

stress tensors as: 279 

𝜎𝐻𝐸𝐿 = 𝑝𝐻𝐸𝐿 +
2

3
𝑠𝐻𝐸𝐿      (13) 280 



Furthermore,  according to Hooke law, the relationship between the deviator stress tensor (s) and 281 

volume strain (ϵ) can be found as: 282 

𝑠 = 2𝐺
𝜖

1+𝜖
       (14) 283 

Substituting Equations (4, 14) into Equation (13) can obtain: 284 

𝜎𝐻𝐸𝐿 = 𝐾1𝜖𝐻𝐸𝐿 + 𝐾2𝜖𝐻𝐸𝐿
2 + 𝐾3𝜖𝐻𝐸𝐿

3 +
4

3
𝐺

𝜖𝐻𝐸𝐿

1+𝜖𝐻𝐸𝐿
    (15) 285 

Considering the shear modulus: 𝐺 =
𝐸

2(1+𝜈)
 in Equation (15), we can get the volume strain at 286 

Hugoniot elastic strength 𝜖𝐻𝐸𝐿 = 0.423. Therefore, 𝑝𝐻𝐸𝐿 = 3.44𝐺𝑃𝑎 according to Equation (13). 287 

Moreover, the strength model of Johnson-Holmquist II is based on the increment of strain rate and 288 

hydrostatic pressure, but the strength can be also determined by the stress state in reality, which may 289 

cause error. Thus, a maximum failure strength, 𝜎𝑓,𝑚, should also be set to guarantee the capability of 290 

the strength model.  291 

According to our compressive test results, the related parameters are calculated as listed in Table 2 as 292 

there is almost no deviated volume deformation in the elastic region for ice samples under uniaxial 293 

compression. Thus, we could get: A=1.40, C=0.2287 and N=0.8918, when we used 100 s-1 as the 294 

reference strain rate. 295 

Table 2 Normalised parameters used to fit strength model from our experimental activities 296 

Specimen ID Strain rate (s-1)  (MPa) p (MPa)  p* 

2 170 10.79763 3.599211 0.002076468 0.001047 

12 183 13.17108 4.390359 0.002532899 0.001277 

26 195 15.05995 5.019982 0.002896143 0.00146 

18 227 17.11044 5.703479 0.003290469 0.001659 

 297 

However, B and M for the strength model after collapse of ice were hard to determine based on 298 

existing experimental data, so we utilised B=0.09 and M=1.20 for ice, which have been previously 299 

applied on typical brittle materials [37]. Furthermore, the static tensile strength is also employed to 300 

determine the tensile failure in the material model, which is set as 1.0 MPa. Herein, a higher tensile 301 

strength than the current test results was used in the model considering it is a limit value in the 302 

material model for tensile failure. 303 

3.3.3 Damage model 304 

Additionally, to EOS and the strength model, a damage model also has to determine the post-peak 305 

behaviour of stress-strain curves. It can be defined by failure strain of the material, 𝜀𝑓, as presented in 306 

Equation (16), where two damage parameters are introduced: D1 and D2. The failure strain here is 307 

used to determine the erosion of the elements in the model. 308 



𝜀𝑓 = 𝐷1(𝑝
∗ + 𝜎𝑡,𝑚𝑎𝑥

∗ )
𝐷2

     (16) 309 

However, those two damage parameters are difficult to obtain experimentally due to the low strain 310 

level of the brittle materials. Instead, an inverse modelling approach can be used to numerically obtain 311 

the damage parameters. Similar inverse methods have been used for determining material models of 312 

brittle materials by Zhang et al. [38]. As for the establishment of the finite element models for the 313 

inversion algorithm, experimental cases which are sensitive to the damage behaviours of ice samples 314 

should be selected. Therefore, experimental data from the Brazilian tests was used, as the peak force 315 

can be reached once the damage initiates.  316 

In detail, to numerically determine the damage parameters, first a finite element model was built to 317 

replicate the experimental setup in Brazilian tests, as visible in Figure 8a. Two platens were created 318 

with reduced shell elements (S4R) in ABAQUS. These platens were modelled as rigid bodies during 319 

the loading process. The top platen was constrained except along the loading direction at an identical 320 

loading rate used in the experiments, while the bottom platen was fixed. Regarding the sample, 321 

Johnson-Holmquist II model was assigned in ABAQUS with damage parameters undetermined. The 322 

hard contact without friction was assigned between the sample and platens, and the reaction force was 323 

extracted for the validation. 324 

 325 



Figure 8 Inversion finite element method to determine damage parameters: (a) finite element model; (b) typical force-time 326 
curve in Brazilian tests; (c) relationship between D1 and force from inversion calculation; (d) relationship between D2 and 327 

force from inversion calculation. 328 

Coupled with the software ISIGHT and the automatic modelling strategy, Multi-Island Genetic 329 

Algorithms, a global optimization algorithm, was employed to search for suitable damage parameters. 330 

The history of the force from Brazilian tests is presented in Figure 8b. Two important values, i.e. 331 

maximum force, Fm, and failure time, tm, were considered in the algorithm to evaluate different 332 

damage parameter values, with the priority on the maximum force, Fm. Herein, 784-time calculation 333 

was carried out, and the results of peak forces with various damage parameters are shown in Figure 8c 334 

and Figure 8d. Based on our Brazilian tests, Fm=144.45 N, is  the value that can be reached when D1 335 

closes to zero. Considering D2, a clear relationship between Fm and D2 can be found, and a stable Fm 336 

can be obtained when D2 is near one. Besides, tm was also considered for a good match between 337 

experimental data and numerical calculation. Finally, the damage parameters can be determined as: 338 

D1=0.0118 and D2=0.966. 339 

In summary, the parameters for Johnson-Holmquist II model of ice are in Table 3, based on 340 

experimental activities and numerical analysis. 341 

Table 3 Parameters for Johnson-Holmquist II model of ice 342 

Basic parameters Equation of state Strength model Damage model 
 

G [MPa] 4444.4 K1 [MPa] 7058.8 A 1.4 D1 0.0118 

HEL [MPa] 5200 K2 [MPa] 2529.4 C 0.2287 D2 0.966 

PHEL [MPa] 3438.1 K3 [MPa] 0 N 0.8918   

Tmax [MPa] 1  1 B 0.09   

(Tensile strength)   M 1.2   

4. Validation and assessment of the material models 343 

4.1 Validation of the material models in impact cases with an ice projectile 344 

Impact tests with ice as a projectile and aluminium panel as a target were used to validate the current 345 

material models of ice. The mechanical response of targets can be used to evaluate the dynamic 346 

mechanical performance of ice projectiles.  347 

4.1.1 Numerical models 348 

The ballistic model was created in ABAQUS, according to the experimental setup of ballistic tests as 349 

described in Section 2.2.3. To reduce the modelling and calculation time, the steel frame was 350 

modelled through an all-fixed boundary condition in the shadow region of the target, as presented in 351 

Figure 9a. On the other hand, a sphere ice model as the projectile was built with a diameter of 30 mm, 352 

as shown in Figure 9b. The target was modelled with reduced solid elements (C3D8R), while the 353 

model of ice projectile was created with integrated solid elements (C3D8) for high accuracy. In total, 354 



30896 solid elements and 41919 nodes were modelled in this ballistic model. A general hard contact 355 

was employed between the target and ice, while extra attention was also paid to the contact behaviour 356 

among the inner elements of ice. The impact velocity was set as 98 m/s according to the experiments. 357 

 358 

Figure 9 Finite element model for ballistic tests with ice (a); and details about ice projectile (b) 359 

With regards to the material models, two different models were applied on the ice projectile in the 360 

current study: the modified Johnson-Cook model (JC) and Johnson-Holmquist II model (JH), as 361 

described in Section 3.2 and Section 3.3. As for the aluminium target, Johnson-Cook model was used, 362 

and the parameters for the material model can be obtained from [35] as listed in Table 4. 363 

Table 4 Material model for aluminium (Al6061) [35] 364 

Basic parameters Johnson-Cook material model 

E [GPa]  A [MPa] 60 

 0.3. B [MPa] 500 

 [kg·m3] 2700 n 0.3 

  C 0.02 

  Referenced strain rate 1 

4.1.2 Numerical and experimental results 365 

Good agreement on the displacement history in the centre of the target, see Figure 10a, was seen 366 

between experiments and simulations using different material models, especially with regards to the 367 

increasing trends. Furthermore, similar peak values of the out-of-plane deformation (~ 6.6 mm) and 368 

contact time (~ 1.5 ms) were determined. For the two different material models of ice calibrated, the 369 

deformation history of target was almost identical based on the DIC results, the deformation at 370 

different locations of the target can be extracted. So, the global deformation of the targets at different 371 

time points (t=0.2, 0.35, and 0.7 ms) were shown in Figure 10b. Results from experiments and 372 

simulations are in good agreement as far as the displacement history, especially at the initial (0.2 ms) 373 

and middle (0.35 ms) moment. However,  at 0.7 ms the target centre a larger deformation can be 374 

found in simulations than in experiments , indicating a faster damage of the projectile, because the ice 375 

projectile used in experiments always contained some defects resulting from the  manufacturing  376 



process leading to an earlier drop on the displacement as presented in Figure 10a. Regarding the 377 

differences between simulations with two different material models of ice, JC provided a higher 378 

deformation at the centre and a lower deformation far from the centre than JH at the initial contact 379 

time of 0.2 ms. This indicates that a larger plasticity is provided by JC. However, such differences 380 

were reduced as the contact time increases as shown in Figure 10b. Global displacement fields can 381 

also be extracted from DIC, as presented in Figure 11. Herein, only the numerical results with JH are 382 

presented considering the similar numerical results from both material models. A circle displacement 383 

field can be found when t = 0.2 ms and t = 0.35 ms, which is similar to the numerical results. 384 

However, a rectangular displacement field emerges at t = 0.7 ms caused by the reflected stress wave 385 

from the boundary under impact loading, while such behaviour is postponed in the numerical model 386 

according to Figure 11. Overall, both material models of ice are able to replicate the mechanical 387 

behaviour of ice as a projectile well. 388 

 389 

Figure 10 Comparison of the displacement-time curves obtained from experiments and simulations (a); Comparison of 390 
global deformation near the centre of the target between experiments and simulations (b) 391 



 392 

Figure 11 Comparison of the displacement fields between experiment and simulation at different time steps  393 

4.2 Assessment of the different material models 394 

After the validation of both material models, it can be concluded that both material models of ice from 395 

the current work are capable to model the ice projectile for a specific velocity and dimension. 396 

Therefore, an exploitation of both material models should also be conducted with various dimensions 397 

and impact velocities of ice projectiles. Here, the experimental results from Pernas-Sánchez et. al. 398 

[20] is used, which reported the force between a rigid target and ice projectiles with various 399 

dimensions (the diameter equals to 30, 40 and 50 mm) and impact velocities (60 – 220 m/s). 400 



4.2.1 Numerical models 401 

The assessment was conducted with ABAQUS, similar as the validation in section 4.1. Instead of an 402 

aluminium target, a rigid target was used by Pernas-Sánchez et al. as presented in Figure 12. The 403 

diameter of the target was 150 mm with the thickness of 0.5 mm, which was meshed with 38270 404 

reduced solid elements (C3D8R). The diameters for the ice projectiles were set as 30, 40 and 50 mm. 405 

The ice projectile was meshed with integrate solid elements (C3D8), which have a similar mesh size 406 

as the target in the model, i.e., 0.75 mm, in order to achieve a smooth contact between them. The 407 

target was assigned as a rigid body with all freedom fixed. Moreover, general contact was applied for 408 

the contact behaviours between the ice projectile and rigid target. An impact velocity was assigned on 409 

the ice projectile to simulate the ballistic behaviour. 410 

 411 

Figure 12 Finite element model for assessment different material models of ice 412 

4.2.2 Numerical and experimental results 413 

The comparison on the force-time curves can be found in Figure 13. Considering the ice projectile 414 

with low input energy (Figure 13a), i.e., Φ=30 mm, v=98 m/s, good agreement between experimental 415 

and numerical results can be found. At this impact energy, JH provides a better prediction than JC of 416 

both the peak load and contact time with a limited difference (<15%). The longer contact time from 417 

JC was mainly due to the plasticity introduced in JC, which was amplified with a rigid target. Under a 418 

high impact energy, i.e., Φ=50 mm, v=211 m/s, the numerical results from both material models are 419 

similar, as shown in Figure 13b. However, they present a higher force than the experimental data as 420 

the time increases, indicating the strong dependence of the material model on the impact condition.  421 



 422 

Figure 13 Comparison of load-time curves between experimental and simulated results under different conditions: (a) Φ=30 423 
mm, v=98 m/s; (b) Φ=50 mm, v=211 m/s 424 

Furthermore, the relation between the peak force and the impact energy was investigated for the 425 

further assessment of both material models of ice. The maximum contact force from the ice projectile 426 

with a 30 mm diameter under different impact energy is presented in Figure 14a. When the impact 427 

energy is less than 150 J, a good match between experiments and simulations can be found for both 428 

material models. However, as the energy increases to values greater than 250 J, JH continues to 429 

increase whereas both experimental data and JC present a platform (see Figure 14a). In detail, the 430 

experimental contact force has a platform at around 50 kN, while JH simulations result in a platform 431 

near 60 kN; however, there is no such behaviour for numerical results with JC. For ice projectiles with 432 

a larger diameter (40 mm), higher impact energy and contact force can be achieved as shown in 433 

Figure 14b. The simulation with JH and JC presents a similar correlation with experimental data. 434 

Generally, both material models can provide reliable results for ice projectiles with larger dimensions 435 

(see Figure 14a and Figure 14b). Furthermore, the current numerical results were also compared with 436 

other existing experimental data [17,19,20], as shown in Figure 14c. Considering different impact 437 

energies, JH is able to replicate the experimental data for the energy in the range from 0 to 400 J well, 438 

while the energy for a good agreement between the numerical model with JC and the experiments is 439 

less than 350 J. Overall, JH is more capable than JC with impact energies above 350 J, but 440 

considering the large scatter in the experimental measurement, the accuracy of both models of ice is 441 

acceptable.  442 



 443 

Figure 14 Comparison on force vs impact energy relationship between experimental and numerical results: (a) diameter of 444 
projectile equal to 30 mm; (b) diameter of projectile equal to 40 mm; (c)other experimental data 445 

4.3 Damage phenomena of ice as a projectile 446 

As the numerical results with JH are more accurate than with JC, the numerical results with JH were 447 

used in this section to analyse the damage phenomena of ice as a projectile impacting a rigid target. 448 

The experimental recording with a high-speed camera was utilised under intermediate impact energy 449 

of our impact case, i.e., Φ=40 mm, v=109 m/s [20]. In order to analyse the damage phenomena of the 450 

ice projectile, deleted elements in numerical model were also presented in Figure 15, which can be 451 

regarded as fragments in the experiments. In Figure 15a, the ice projectile presents less damage 452 

compared with experiments at the initial contact period (t = 0.05 ms). A good agreement between 453 

simulations and experiments, with respects to the damage volume and the area covered by fragments, 454 

can be found later, i.e., near the peak force (t = 0.10 ms) and the force-decreasing region (t = 0.16 455 

ms). Upon reaching the peak force, less than half of the total volume of the ice projectile collapses, 456 

similar to the observation from [20]. In the numerical simulation with JH, similar phenomena were 457 

noticed as shown in Figure 15b: the length of the ice projectile along the impact direction is 24.3 mm 458 

for the ice projectile with a 40 mm diameter when the load is maximum.  459 



 460 

Figure 15 Damage phenomena of ice impacting to a rigid target: (a) at different time points; (b) at maximum contact force 461 

5. Conclusion 462 

In the present work, we carried out experimental activities for the material characterization of ice, 463 

including both tensile and compressive tests, considering different strain rates. Based on experimental 464 

data, a modified Johnson-Cook model and a Johnson-Holmquist II model were established to describe 465 

the mechanical performances of ice in impact cases as a projectile. To validate both material models, 466 

impact tests were conducted in the current study. Further, the assessment of both material models was 467 

investigated, by comparing the contact force between ice projectiles and impact targets from 468 

numerical results and experimental data in the literature. Finally, the damage phenomena of ice 469 

projectiles for the impact case conducted in the present work were explored experimentally and 470 

numerically. The main conclusions are listed below: 471 

 The strength of ice increases as the strain rate increases, especially the compressive strength. 472 

 Based on the current experimental data, a modified Johnson-Cook model and a Johnson-473 

Holmquist II model, were established aiming to simulate the mechanical behaviours of ice as 474 

a projectile. 475 

 Modified Johnson-Cook and Johnson-Holmquist II models can provide reliable results in the 476 

ballistic simulation under intermediate impact energy (~350 J). 477 

 Johnson-Holmquist II model can present a good performance in modelling ice impact cases 478 

considering the replication of damage phenomena of ice and its loading during impact with 479 

high impact energy. 480 
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